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RUBBER FLOORING
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Rubber flooring in general AVAILABLE COLORS

Rubber floors are naturally flexible and can withstand high walking loads and are also
resistant to water and moisture. The rubber is typically non-conductive and absorbs
vibrations well. They are great for shock absorption and are therefore popularin
hockey stadiums, on shelves, gym areas, etc. Walking on the floor counteracts fatigue.

Applications

Interior and exterior floors

Pads for heavy metal objects

Floors in hockey stadiums and fitness centers
For car workshops with oil

Shelf protection pads

Floors for pets

Available features - general properties (anti-slip, vibration damping, flexibility,
durability, easy maintenance), flame retardant, oil resistant, resistance to high
temperatures and UV radiation, increased abrasion resistance.

Available in various thicknesses and harnesses.

Packed in10m rolls.

AVAILABLE PROFILES

Pattern S8, Pattern S7, Pattern S6, Pattern S5,

AVAILABLE APPLICATIONS Pattern S4, Pattern S2, Pattern S1
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Floring for non-aggressive interior
environments. The hardness of the standard
version is 80 Shore, which means high
dimensional and dimensional stability and
resistance to mechanical damage. Made of
S1=15¢ and NR rubbers.

Flooring for indoor environments, in which the
floor regularly comes into contact with mineral
oils (NBR45 series) and gasoline, resp.
isooctanes (higher NBR72 series). Made of
NBR synthetic rubbers.

e N
The bottom side has always a textile imprint, which
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[ “ ensures a better adhesion to the surfaces.
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Interior and exterior flooring, resistant to high
temperatures, weathering, UV radiation, acid
and alkalis. In hardness 80 Sh
A (EPDM9s6 series), 70 Sh A (EPDM95 series)
and 60 Sh A (EPDM15 series). Made of
synthetic EPDM rubbers.

Tile in the classic money pattern S-8. Suitable
for environments where there is a higher risk of
fire. According to the EN13501 standard, it is
classified as a non-flammable building material

in class Cg-s1.
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DATA SHEET
V.2021/133

S1— SBR-COLOR

RUBBER FLOORING WIDE RIBBED — S1
SBR-COLOR , .

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT

10 N 6 Rubber roofing for interior surfaces. Durable and low
maintenance with easy handling. In a wide grooved
design of the S1type, in the basic design in three
colors: gray, blue and green. In standard thickness of
4 mm. It weighs 4.8 kg / m2. Finish your specification
in configurator.

Bottom side - cloth impression
CONFIGURATION OPTIONS

- ; A 4 mm (+/-0,3mm)
ALY
I C—
i == Gunb, . o

LENGTH

10m (+/-200 mm)

RESISTANCE

Weather resistance NO
Ozoneresistance NO
UV resistance NO
Alkaline resistance NO
Acid resistance NO
Oil resistance NO

Gasoline resistance NO




b B B e . . DATA SHEET
HEneen mees , V.2021/133
S GuUNMn

S1— SBR-BLACK

RUBBER FLOORING WIDE RIBBED — S1-
SBR-STD

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT

10 6 Rubber roofing for interior surfaces. Durable and low
maintenance with easy handling. In a wide ribbed
pattern type S1, in the basic design in black. In
standard thickness 4 mm. It weighs 4.8 kg / m2.
Specify in the configurator.

CONFIGURATION OPTIONS

THICKNESS

4 mm (+/-0,3mm)

Bottom side - cloth impression

WIDTH

1200 mm (+/-10 mm)

17000 mm (+/-10 mm)

LENGTH

10om (+/-200 mm)

RESISTANCE

Weather resistance NO

Ozone resistance NO

UV resistance NO
Alkaline resistance NO
Acid resistance NO
Oil resistance NO

Gasoline resistance NO




1T . DATA SHEET
et b L L L K T ¥ A V.2021/133
Sie GuUItMp

S1— NBR72

RUBBER FLOORING WIDE RIBBED OIL
RESISTANT - S1-NBR72

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT

10 6 Rubber roofing for interior surfaces. Durable and low
maintenance with easy handling. In a wide grooved
pattern of the S1type, oil-resistant in black. In
standard thickness 4 mm. It weighs 3.6 kg / m2.
Specify in the configurator.

CONFIGURATION OPTIONS

THICKNESS

4 mm (+/-0,3mm)

Bottom side - cloth impression

WIDTH

1200 mm (+/-10 mm)

1000 mm (+/-10 mm)

LENGTH

10 m (+/-200 mm)

T YT T

ADDITIONAL INFORMATION

Temperature range -25/+80 °C, short-term +90 °C.

RESISTANCE
Alkaline resistance NO
Acid resistance MEDIUM RESISTANT
Transformer oil resistance HIGHLY RESISTANT
Oil resistance HIGHLY RESISTANT
Gasoline resistance HIGHLY RESISTANT




DATA SHEET
V.2021/133

S1— NBR72

RUBBER FLOORING WIDE RIBBED OIL

RESISTANT - S1-NBR72

7672 SWELLING RATES

.y R MOGUL TOTAL Mmool 1 paramo | MOGUL [ MOGUL [ roicos,
501 M7ADS [ CLASSIC NA20 HC TRAF0 5000
903 115w40 | Sw-40 HM 46 32/130 CZ-A

] anishal B Avol. (%]




1T . DATA SHEET
et b L L L K T ¥ A V.2021/133
Sie GuUItMp

S1— NBR45

RUBBER FLOORING WIDE RIBBED OIL-
RESISTANT - S1-NBR45

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT

10 6 Rubber roofing for interior surfaces. Durable and low
maintenance with easy handling. In a wide grooved
pattern of the S1type, oil-resistant in black. In
standard thickness 4 mm. It weighs 4.8 kg / m2.
Specify in the configurator.

CONFIGURATION OPTIONS

THICKNESS

4 mm (+/-0,3mm)

Bottom side - cloth impression

WIDTH

1200 mm (+/-10 mm)

1000 mm (+/-10 mm)

LENGTH

10 m (+/-200 mm)

T YT T

ADDITIONAL INFORMATION

Temperature range -25/+80 °C, short-term +90 °C.

RESISTANCE

Alkaline resistance NO

Acid resistance NO
Oil resistance HIGHLY RESISTANT
Gasoline resistance MEDIUM RESISTANT




DATA SHEET
V.2021/133

S1— NBR45

RUBBER FLOORING WIDE RIBBED OIL-

RESISTANT - S1-NBR45

7645 SWELLING RATES

_.l

TRAFOOL
US 3000

I R

TOTAL
IRM IRM MOGUL O vmocuL | paramo I MOGUL [ MoGUL
901 903 M7ADS CLASSIC N1%0 HC TRAF 0
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b B B e . . DATA SHEET
HEneen mees , V.2021/133
S GuUNMn

S1— EPDM9o6

RUBBER FLOORING WIDE RIBBED — S1-
EPDMo6

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT

10 6 Rubber roofing for interior and exterior surfaces.
Durable and easy to maintain with easy handling. In a
wide ribbed pattern type S1, heat-resistant in black.
In standard thickness 4 mm. It weighs 3.6 kg / m2.
Specify in the configurator.

CONFIGURATION OPTIONS

THICKNESS

4 mm (+/-0,3mm)

Bottom side - cloth impression

WIDTH

1200 mm (+/-10 mm)

17000 mm (+/-10 mm)

LENGTH

10om (+/-200 mm)

RESISTANCE

Weather resistance HIGHLY RESISTANT
Ozoneresistance HIGHLY RESISTANT
UV resistance HIGHLY RESISTANT
Alkaline resistance HIGHLY RESISTANT
Acid resistance HIGHLY RESISTANT

Oil resistance NO

Gasoline resistance NO




b B B e . . DATA SHEET
HEneen mees , V.2021/133
S GuUNMn

S1— EPDMos

RUBBER FLOORING WIDE RIBBED — S1-
EPDMo5

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT

10 6 Rubber roofing for interior and exterior surfaces.
Durable and easy to maintain with easy handling. In a
wide ribbed pattern type S1, heat-resistant in black.
In standard thickness 4 mm. It weighs 3.6 kg / m2.
Specify in the configurator.

CONFIGURATION OPTIONS

THICKNESS

4 mm (+/-0,3mm)

Bottom side - cloth impression

WIDTH

1200 mm (+/-10 mm)

17000 mm (+/-10 mm)

LENGTH

10om (+/-200 mm)

RESISTANCE

Weather resistance HIGHLY RESISTANT
Ozoneresistance HIGHLY RESISTANT
UV resistance HIGHLY RESISTANT
Alkaline resistance HIGHLY RESISTANT
Acid resistance HIGHLY RESISTANT

Oil resistance NO

Gasoline resistance NO




b B B e . . DATA SHEET
HEneen mees , V.2021/133
S GuUNMn

S1— EPDM1s

RUBBER FLOORING WIDE RIBBED — S1-
EPDM15

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT

10 6 Rubber roofing for interior and exterior surfaces.
Durable and easy to maintain with easy handling. In a
wide ribbed pattern type S1, heat-resistant in black.
In standard thickness 4 mm. It weighs 3.5 kg / m2.
Specify in the configurator.

CONFIGURATION OPTIONS

THICKNESS

4 mm (+/-0,3mm)

Bottom side - cloth impression

WIDTH

1200 mm (+/-10 mm)

17000 mm (+/-10 mm)

LENGTH

10om (+/-200 mm)

RESISTANCE

Weather resistance HIGHLY RESISTANT
Ozoneresistance HIGHLY RESISTANT
UV resistance HIGHLY RESISTANT
Alkaline resistance HIGHLY RESISTANT
Acid resistance HIGHLY RESISTANT
Oil resistance MEDIUM RESISTANT

Gasoline resistance NO




DATA SHEET
V.2021/133

S2 — SBR-COLOR

RUBBER FLOORING FINE RIBBED — S2-
SBR-COLOR

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT
1,2 0,8 2 Rubber roofing for interior surfaces. Durable and low
5 >4 » < »—« maintenance with easy handling. In a finely grooved
< > 7,2 design of the S2 type, in the basic design in three

A4

A

colors: gray, blue and green. In standard thickness 3
mm. It weighs 4.1 kg / m2. Specify in the configurator.

A

RO,6 CONFIGURATION OPTIONS

3mm (+/-0,3mm)

Bottom side - cloth impression

WIDTH
1200 mm (+/-10 mm)
1000 mm (+/-10 mm)

LENGTH

10 m (+/-200 mm)

RESISTANCE

Weather resistance NO
Ozoneresistance NO
UV resistance NO
Alkaline resistance NO
Acid resistance NO
Oil resistance NO
Gasoline resistance NO




DATA SHEET
V.2021/133

S2 — SBR-BLACK

RUBBER FLOORING FINE RIBBED — S2-

W\

SBR-STD

INTERIOR so+/-s M 3 4

|2

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT
1,2 0,8 2 Rubber roofing for interior surfaces. Durable and low
5 ) S— > <« >« maintenance with easy handling. In a finely grooved
> 7,2 design of the S2 type, in the basic design in black. In
standard thickness 3 mm. It weighs 4.1 kg / m2.
Specify in the configurator.

A

RO,6 CONFIGURATION OPTIONS

THICKNESS

3mm (+/- 0,3 mm)

Bottom side - cloth impression

WIDTH

1200 mm (+/-10 mm)

U MWARRAS
'f\““““\"“ 1000 mm (+/-10 mm)

LENGTH

10om (+/-200 mm)

RESISTANCE

Weather resistance NO
Ozoneresistance NO
UV resistance NO
Alkaline resistance NO
Acid resistance NO
Oil resistance NO

Gasoline resistance NO




S2 —NBR72

DATA SHEET
V.2021/133

RUBBER FLOORING FINE RIBBED OIL-

RESISTANT - S2-NBR72

INTERIOR

=

ENVIRONMENT HARDNESS THICKNESS  BASIS WEIGHT
1,2 0,8 2
5 < >« >—«
«—> 7,2
S S EE—

A
RO,6

Bottom side - cloth impression

1\"mwmnu\nwn‘. \

ADDITIONAL INFORMATION

Temperature range -25/+80 °C, short-term +90 °C.

RESISTANCE

Alkaline resistance NO

MEDIUM RESISTANT
Transformer oil resistance HIGHLY RESISTANT
HIGHLY RESISTANT
HIGHLY RESISTANT

Acid resistance

Oil resistance

Gasoline resistance

Rubber roofing for interior surfaces. Durable and low
maintenance with easy handling. In a finely grooved
pattern of the S2 type, oil-resistant in black color. In
standard thickness 3 mm. It weighs 3.5 kg / m2.
Specify in the configurator.

CONFIGURATION OPTIONS

THICKNESS

3mm (+/- 0,3 mm)

WIDTH

1200 mm (+/-10 mm)

1000 mm (+/-10 mm)

LENGTH

10om (+/-200 mm)




DATA SHEET
V.2021/133

S2 — NBR72

RUBBER FLOORING FINE RIBBED OIL-

RESISTANT - S2-NBR72

7672 SWELLING RATES

N

IRM IRM MOGUL TOTAL MOGUL PARAMO MOGUL MOGUL TRAFOOL
901 903 MT7ADS CLASSIC N150 HM 46 HC TRAF 0 US 3000
11l 15W40 SW-40 32/130 CZ-A

] aviishal IR Avol. (%]




S2 — NBR4s

DATA SHEET
V.2021/133

RUBBER FLOORING FINE RIBBED OIL-

RESISTANT - S2-NBR45

INTERIOR

=

ENVIRONMENT HARDNESS THICKNESS  BASIS WEIGHT
1,2 0,8 2
5 < >« >—«
«—> 7,2
S S EE—

A
RO,6

Bottom side - cloth impression

1\"mwmnu\nwn‘. \

ADDITIONAL INFORMATION

Temperature range -25/+80 °C, short-term +90 °C.

RESISTANCE

Alkaline resistance NO

Acid resistance NO
HIGHLY RESISTANT
Gasoline resistance MEDIUM RESISTANT

Oil resistance

Rubber roofing for interior surfaces. Durable and low
maintenance with easy handling. In a finely grooved
pattern of the S2 type, oil-resistant in black color. In
standard thickness 3 mm. It weighs 4.6 kg / m2.
Specify in the configurator.

CONFIGURATION OPTIONS

THICKNESS

3mm (+/- 0,3 mm)

WIDTH

1200 mm (+/-10 mm)

1000 mm (+/-10 mm)

LENGTH

10om (+/-200 mm)




DATA SHEET
V.2021/133

S2 — NBR45

RUBBER FLOORING FINE RIBBED OIL-

RESISTANT - S2-NBR45

7645 SWELLING RATES

TRAFOOL
US 3000

I &

RM R MOGUL TOTAL mocuL I paramo 1 MOGUL MOGUL
901 m7aDs | cLAssIC N 150 HC TRAF 0
903 11l 15W40 ) HM 46 32/130 CZ-A

] aviishal IR Avol. (%]




DATA SHEET
V.2021/133

S2 — EPDMgse

RUBBER FLOORING FINE RIBBED — S2-

EPDMo96

EXTERIOR so+/-5 M 3 3.4

12

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT
1,2 0,8 2 Rubber roofing for interior and exterior surfaces.
5 ) S— > <« >« Durable and low maintenance with easy handling. In a
«—> 7,2 finely grooved pattern of the S2 type, heat-resistant
in black color. In standard thickness 3 mm. It weighs
3.4 kg / m2. Specify in the configurator.

A
RO,6 CONFIGURATION OPTIONS

THICKNESS

3mm (+/- 0,3 mm)

Bottom side - cloth impression

WIDTH

1200 mm (+/-10 mm)

U MWARRAS
'f\““““\"“ 1000 mm (+/-10 mm)

LENGTH

10om (+/-200 mm)

RESISTANCE

Weather resistance HIGHLY RESISTANT
Ozoneresistance HIGHLY RESISTANT

UV resistance HIGHLY RESISTANT
Alkaline resistance HIGHLY RESISTANT
Acid resistance HIGHLY RESISTANT
Oil resistance NO

Gasoline resistance NO




DATA SHEET
V.2021/133

S2 — EPDMos

RUBBER FLOORING FINE RIBBED — S2-

EPDM9OS5S

EXTERIOR 70 +/-5 M 3 3.4

12

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT
1,2 0,8 2 Rubber roofing for interior and exterior surfaces.
5 ) S— > <« >« Durable and low maintenance with easy handling. In a
«—> 7,2 finely grooved pattern of the S2 type, heat-resistant
in black color. In standard thickness 3 mm. It weighs
3.4 kg / m2. Specify in the configurator.

A
RO,6 CONFIGURATION OPTIONS

THICKNESS

3mm (+/- 0,3 mm)

Bottom side - cloth impression

WIDTH

1200 mm (+/-10 mm)

U MWARRAS
'f\““““\"“ 1000 mm (+/-10 mm)

LENGTH

10om (+/-200 mm)

RESISTANCE

Weather resistance HIGHLY RESISTANT
Ozoneresistance HIGHLY RESISTANT

UV resistance HIGHLY RESISTANT
Alkaline resistance HIGHLY RESISTANT
Acid resistance HIGHLY RESISTANT
Oil resistance NO

Gasoline resistance NO




DATA SHEET
V.2021/133

Sz — EPDM1s5

RUBBER FLOORING FINE RIBBED — S2-

EPDM15

EXTERIOR s0+/-5 BN 3 3.4

=

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT
1,2 0,8 2 Rubber roofing for interior and exterior surfaces.
5 ) S— > <« >« Durable and low maintenance with easy handling. In a
«—> 7,2 finely grooved pattern of the S2 type, heat-resistant
in black color. In standard thickness 3 mm. It weighs
3.4 kg / m2. Specify in the configurator.

A
RO,6 CONFIGURATION OPTIONS

THICKNESS

3mm (+/- 0,3 mm)

Bottom side - cloth impression

WIDTH

1200 mm (+/-10 mm)

A ML ARWS
'f\““““\"“ 1000 mm (+/-10 mm)

LENGTH

10om (+/-200 mm)

RESISTANCE

Weather resistance HIGHLY RESISTANT
Ozoneresistance HIGHLY RESISTANT

UV resistance HIGHLY RESISTANT
Alkaline resistance HIGHLY RESISTANT
Acid resistance HIGHLY RESISTANT
Oil resistance MEDIUM RESISTANT

Gasoline resistance NO




DATA SHEET
V.2021/133

S4 — SBR-COLOR

RUBBER FLOORING WIDE RIBBED — S4-

SBR-COLOR :

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT
‘ W 5 - J Rubber roofing for interior surfaces. Durable and low
. ! | - maintenance with easy handling. In a wide grooved
design of the S4 type, in the basic design in three
e colors: gray, blue and green. In standard thickness 6

mm. It weighs 8 kg / m2. Specify in the configurator.

Bottom side - cloth impression
CONFIGURATION OPTIONS

THICKNESS

6 mm (+/- 0,5 mm)
|

WIDTH
1200 mm (+/-10 mm)
1000 mm (+/-10 mm)

LENGTH

10om (+/-200 mm)

RESISTANCE

Weather resistance NO
Ozone resistance  NO
UV resistance NO
Alkaline resistance NO
Acid resistance NO
Oil resistance NO

Gasoline resistance NO




S4 — SBR-BLACK

DATA SHEET
V.2021/133

RUBBER FLOORING WIDE RIBBED

SBR-STD

H O ...

INTERIOR 80 +/-5

ENVIRONMENT HARDNESS

- oM - CEm

THICKNESS BASIS WEIGHT

RESISTANCE

Weather resistance NO
Ozone resistance NO

UV resistance NO
Alkaline resistance NO
Acid resistance NO
Oil resistance NO

Gasoline resistance NO

Rubber roofing for interior surfaces. Durable and low
maintenance with easy handling. In a wide ribbed
pattern type S4, in the basic design in black color. In
standard thickness 6 mm. It weighs 8 kg / m2.
Specify in the configurator.

CONFIGURATION OPTIONS

THICKNESS

6 mm (+/- 0,5 mm)
|

WIDTH

1200 mm (+/-10 mm)

1000 mm (+/-10 mm)

LENGTH

10 m (+/-200 mm)




S4 — NBR72

DATA SHEET
V.2021/133

RUBBER FLOORING WIDE RIBBED OIL-

RESISTANT - S4-NBR72 -

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT

>

ADDITIONAL INFORMATION

Temperature range -25/+80 °C, short-term +90 °C.

RESISTANCE

Alkaline resistance NO

Acid resistance MEDIUM RESISTANT
Transformer oil resistance HIGHLY RESISTANT
Oil resistance HIGHLY RESISTANT
Gasoline resistance HIGHLY RESISTANT

Rubber roofing for interior surfaces. Durable and low
maintenance with easy handling. In a wide grooved
pattern type S4, oil-resistant in black color. In
standard thickness 6 mm. It weighs 6.2 kg / m2.
Specify in the configurator.

CONFIGURATION OPTIONS

THICKNESS

(+/- 0,5 mm)

—
WIDTH

1200 mm (+/-10 mm)

1000 mm (+/-10 mm)

LENGTH

10 m (+/-200 mm)




DATA SHEET
V.2021/133

S4 — NBR72

RUBBER FLOORING WIDE RIBBED OIL-

RESISTANT - S4-NBR72

7672 SWELLING RATES

IRM IRM MOGUL TOTAL MOGUL PARAMO MOGUL MOGUL TRAFOOL
901 903 MT7ADS CLASSIC N150 HM 46 HC TRAF 0 US 3000
11l 15W40 SW-40 32/130 CZ-A

] aviishal IR Avol. (%]




S4 — NBR45

DATA SHEET
V.2021/133

RUBBER FLOORING WIDE RIBBED OIL-

RESISTANT - S4-NBR45 -

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT

>

ADDITIONAL INFORMATION

Temperature range -25/+80 °C, short-term +90 °C.

RESISTANCE

Alkaline resistance NO

Acid resistance NO
Oil resistance HIGHLY RESISTANT
Gasoline resistance MEDIUM RESISTANT

Rubber roofing for interior surfaces. Durable and low
maintenance with easy handling. In a wide grooved
pattern type S4, oil-resistant in black color. In
standard thickness 6 mm. It weighs 8.2 kg / m2.
Specify in the configurator.

CONFIGURATION OPTIONS

THICKNESS

(+/- 0,5 mm)

—
WIDTH

1200 mm (+/-10 mm)

1000 mm (+/-10 mm)

LENGTH

10 m (+/-200 mm)




DATA SHEET
V.2021/133

S4 — NBR45

RUBBER FLOORING WIDE RIBBED OIL-

RESISTANT - S4-NBR45 : .

7645 SWELLING RATES

A
N

v|

N2

TRAFOOL
US 3000

I &

RM R MOGUL TOTAL mocuL I paramo 1 MOGUL MOGUL
901 m7aDs | cLAssIC N 150 HC TRAF 0
903 11l 15W40 ) HM 46 32/130 CZ-A

] aviishal IR Avol. (%]

Bal=Fe




S4 — EPDM9s6

DATA SHEET
V.2021/133

RUBBER FLOORING WIDE RIBBED

EPDMoO6

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT

RESISTANCE

Weather resistance HIGHLY RESISTANT
Ozoneresistance HIGHLY RESISTANT
UV resistance HIGHLY RESISTANT
Alkaline resistance HIGHLY RESISTANT
Acid resistance HIGHLY RESISTANT
Oil resistance NO

Gasoline resistance NO

Rubber roofing for interior and exterior surfaces.
Durable and low maintenance with easy handling. In a
wide ribbed pattern type S4, heat-resistant in black
color. In standard thickness 6 mm. It weighs 6.2 kg /
ma2. Specify in the configurator.

CONFIGURATION OPTIONS

THICKNESS

6 mm (+/- 0,5 mm)
|

WIDTH

1000 mm (+/-10 mm)

1200 mm (+/-10 mm)

LENGTH

10 m (+/-200 mm)




S4 — EPDM9os

DATA SHEET
V.2021/133

RUBBER FLOORING WIDE RIBBED

EPDMO95

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT

RESISTANCE

Weather resistance HIGHLY RESISTANT
Ozoneresistance HIGHLY RESISTANT
UV resistance HIGHLY RESISTANT
Alkaline resistance HIGHLY RESISTANT
Acid resistance HIGHLY RESISTANT
Oil resistance NO

Gasoline resistance NO

Rubber roofing for interior and exterior surfaces.
Durable and low maintenance with easy handling. In a
wide ribbed pattern type S4, heat-resistant in black
color. In standard thickness 6 mm. It weighs 6.2 kg /
ma2. Specify in the configurator.

CONFIGURATION OPTIONS

THICKNESS

6 mm (+/- 0,5 mm)
|

WIDTH

1200 mm (+/-10 mm)

1000 mm (+/-10 mm)

LENGTH

10 m (+/-200 mm)




S4 — EPDM1s

DATA SHEET
V.2021/133

RUBBER FLOORING WIDE RIBBED

EPDM15

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT

RESISTANCE

Weather resistance HIGHLY RESISTANT
Ozoneresistance HIGHLY RESISTANT
UV resistance HIGHLY RESISTANT
Alkaline resistance HIGHLY RESISTANT
Acid resistance HIGHLY RESISTANT
Oil resistance MEDIUM RESISTANT

Gasoline resistance NO

Rubber roofing for interior and exterior surfaces.
Durable and low maintenance with easy handling. In a
wide ribbed pattern type S4, heat-resistant in black
color. In standard thickness 6 mm. It weighs 6.1 kg /
ma2. Specify in the configurator.

CONFIGURATION OPTIONS

THICKNESS

6 mm (+/- 0,5 mm)
|

WIDTH

1200 mm (+/-10 mm)

1000 mm (+/-10 mm)

LENGTH

10 m (+/-200 mm)




DATA SHEET
\-{e-aViicic)

S5 — SBR-COLOR

RUBBER FLOORING FINE RIBBED — S5-

SBR-COLOR

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT

Rubber roofing for interior surfaces. Durable and low
maintenance with easy handling. In a finely grooved
design of the S5 type, in the basic design in three
colors: gray, blue and green. In standard thickness 3
mm. It weighs 4.1 kg / m2. Specify in the configurator.

Bottom side - cloth impression

CONFIGURATION OPTIONS

THICKNESS

3mm (+/-0,3mm)

WIDTH

1200 mm (+/-10 mm)

1000 mm (+/-10 mm)

LENGTH

10 m (+/-200 mm)

RESISTANCE

Weather resistance NO
Ozoneresistance NO
UV resistance NO
Alkaline resistance NO
Acid resistance NO
Oil resistance NO
Gasoline resistance NO




DATA SHEET
V.2021/133

S5 — SBR-BLACK

RUBBER FLOORING FINE RIBBED — S5-

SBR-STD

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT

Rubber roofing for interior surfaces. Durable and low
maintenance with easy handling. In a fine grooved
design of the S5 type, in the basic design in black
color. In standard thickness 3 mm. It weighs 4.1 kg /

2. Specify in th fi tor.
Bottom side - cloth impression m pecify in the configurator

CONFIGURATION OPTIONS

THICKNESS

3mm (+/- 0,3 mm)

WIDTH

1200 mm (+/-10 mm)

1000 mm (+/-10 mm)

LENGTH

10om (+/-200 mm)

RESISTANCE

Weather resistance NO
Ozoneresistance NO
UV resistance NO
Alkaline resistance NO
Acid resistance NO

Oil resistance NO

Gasoline resistance NO




DATA SHEET
V.2021/133

S5 — NBR72

RUBBER FLOORING FINE RIBBED OIL-

RESISTANT - S5-NBR72

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT

Rubber roofing for interior surfaces. Durable and low
maintenance with easy handling. In a fine ribbed
pattern type S5, oil-resistant in black color. In
standard thickness 3 mm. It weighs 3.5 kg / m2.

Specify in th fi tor.
Bottom side - cloth impression pecify in the configurator

CONFIGURATION OPTIONS

THICKNESS

3mm (+/- 0,3 mm)

WIDTH

1200 mm (+/-10 mm)

1000 mm (+/-10 mm)

LENGTH

10om (+/-200 mm)

ADDITIONAL INFORMATION

Temperature range -25/+80 °C, short-term +90 °C.

RESISTANCE

Alkaline resistance NO

Acid resistance MEDIUM RESISTANT
Transformer oil resistance HIGHLY RESISTANT
Oil resistance HIGHLY RESISTANT
Gasoline resistance HIGHLY RESISTANT




DATA SHEET
V.2021/133

S5 — NBR72

RUBBER FLOORING FINE RIBBED OIL-

RESISTANT - S5-NBR72

7672 SWELLING RATES

N

IRM IRM MOGUL TOTAL MOGUL PARAMO MOGUL MOGUL TRAFOOL
901 903 MT7ADS CLASSIC N150 HM 46 HC TRAF 0 US 3000
11l 15W40 SW-40 32/130 CZ-A

] aviishal IR Avol. (%]




DATA SHEET
V.2021/133

S5 — NBR45

RUBBER FLOORING FINE RIBBED OIL-

RESISTANT - S5-NBR45

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT

Rubber roofing for interior surfaces. Durable and
easy to maintain with easy handling. In a fine ribbed
pattern type S5, oil-resistant in black color. In
standard thickness 3 mm. It weighs 4.6 kg / m2.

Specify in th fi tor.
Bottom side - cloth impression pecify in the configurator

CONFIGURATION OPTIONS

THICKNESS

3mm (+/- 0,3 mm)

WIDTH

1200 mm (+/-10 mm)

1000 mm (+/-10 mm)

LENGTH

10om (+/-200 mm)

ADDITIONAL INFORMATION

Temperature range -25/+80 °C, short-term +90 °C.

RESISTANCE

Alkaline resistance NO

Acid resistance NO
Oil resistance HIGHLY RESISTANT
Gasoline resistance MEDIUM RESISTANT




DATA SHEET
V.2021/133

S5 — NBR45

RUBBER FLOORING FINE RIBBED OIL-

RESISTANT - S5-NBR45

7645 SWELLING RATES

_.l

TRAFOOL
US 3000

I &

-y R MOGUL TOTAL mocul | paramo 1 MOGUL | MOGUL
901 M7ADS J| CLASSIC NAZ0 HC TRAF 0
903 m1sw40 | 5W-40 HM 46 32/130 CZ-A

] aviishal IR Avol. (%]

Bal=Fe




S5 — EPDMos

DATA SHEET
V.2021/133

RUBBER FLOORING FINE RIBBED — S5-

EPDMoO6

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT

i |

Bottom side - cloth impression

RESISTANCE

Weather resistance HIGHLY RESISTANT
Ozoneresistance HIGHLY RESISTANT
UV resistance HIGHLY RESISTANT
Alkaline resistance HIGHLY RESISTANT
Acid resistance HIGHLY RESISTANT

Oil resistance NO

Gasoline resistance NO

Rubber roofing for interior and exterior surfaces.
Durable and low maintenance with easy handling. In a
fine grooved design of the S5 type, heat-resistant in
black color. In standard thickness 3 mm. It weighs
3.4 kg / m2. Specify in the configurator.

CONFIGURATION OPTIONS

THICKNESS

3mm (+/- 0,3 mm)

WIDTH

1200 mm (+/-10 mm)

1000 mm (+/-10 mm)

LENGTH

10om (+/-200 mm)




S5 — EPDM9os

DATA SHEET
V.2021/133

RUBBER FLOORING FINE RIBBED — S5-

EPDMO95

ENVIRONMENT HARDNESS TENSILE STRENGTH THICKNESS BASIS WEIGHT

i |

Bottom side - cloth impression

RESISTANCE

Weather resistance HIGHLY RESISTANT
Ozoneresistance HIGHLY RESISTANT
UV resistance HIGHLY RESISTANT
Alkaline resistance HIGHLY RESISTANT
Acid resistance HIGHLY RESISTANT

Oil resistance NO

Gasoline resistance NO

Rubber roofing for interior and exterior surfaces.
Durable and low maintenance with easy handling. In a
fine grooved design of the S5 type, heat-resistant in
black color. In standard thickness 3 mm. It weighs
3.4 kg / m2. Specify in the configurator.

CONFIGURATION OPTIONS

THICKNESS

3mm (+/- 0,3 mm)

WIDTH

1200 mm (+/-10 mm)

1000 mm (+/-10 mm)

LENGTH

10om (+/-200 mm)




S5 — EPDM1s

DATA SHEET
V.2021/133

RUBBER FLOORING FINE RIBBED — S5-

EPDM15

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT

i |

Bottom side - cloth impression

RESISTANCE

Weather resistance HIGHLY RESISTANT
Ozoneresistance HIGHLY RESISTANT
UV resistance HIGHLY RESISTANT
Alkaline resistance HIGHLY RESISTANT
Acid resistance HIGHLY RESISTANT
Oil resistance MEDIUM RESISTANT

Gasoline resistance NO

Rubber roofing for interior and exterior surfaces.
Durable and low maintenance with easy handling. In a
fine grooved design of the S5 type, heat-resistant in
black color. In standard thickness 3 mm. It weighs
3.4 kg / m2. Specify in the configurator.

CONFIGURATION OPTIONS

THICKNESS

3mm (+/- 0,3 mm)

WIDTH

1200 mm (+/-10 mm)

1000 mm (+/-10 mm)

LENGTH

10om (+/-200 mm)




DATA SHEET
\-{e-aViicic)

S6 — SBR-COLOR

RUBBER FLOORING WIDE RIBBED — Sé6-

SBR-COLOR

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT

Rubber roofing for interior surfaces. Durable and
easy to maintain with easy handling. In a wide
grooved design of the S6 type, in the basic design in
three colors: gray, blue and green. In standard
thickness 3.5 mm. It weighs 3.9 kg / m2. Specify in
the configurator.

CONFIGURATION OPTIONS

3.5mm (+/-0,3mm)

WIDTH

1200 mm (+/-10 mm)

1000 mm (+/-10 mm)

LENGTH

10om (+/-200 mm)

LU LU LLLAL LA

PErabbadibianian

RESISTANCE

Weather resistance NO
Ozoneresistance NO

UV resistance NO
Alkaline resistance NO
Acid resistance NO
Oil resistance NO

Gasoline resistance NO




DATA SHEET
V.2021/133

S6 — SBR-BLACK

RUBBER FLOORING WIDE RIBBED — S6-

SBR-STD

INTERIOR so+/-s M =5 3.9

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT

Rubber roofing for interior surfaces. Durable and low
maintenance with easy handling. In a wide ribbed
pattern type S6, in the basic design in black color. In
standard thickness 3.5 mm. It weighs 3.9 kg / m2.
Specify in the configurator.

CONFIGURATION OPTIONS

THICKNESS

3.5mm (+/-0,3mm)

WIDTH

1200 mm (+/-10 mm)

1000 mm (+/-10 mm)

LENGTH

10m (+/-200 mm)

LTI

Weather resistance NO

RESISTANCE

Ozone resistance NO

UV resistance NO
Alkaline resistance NO
Acid resistance NO
Oil resistance NO

Gasoline resistance NO




DATA SHEET
V.2021/133

S6 — NBR72

RUBBER FLOORING WIDE RIBBED OIL-

RESISTANT - S6-NBR72

INTERIOR 7o+/-s BYM =5 3.1

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT

Rubber roofing for interior surfaces. Durable and
easy to maintain with easy handling. In a wide
grooved pattern type S6, oil-resistant in black color.
In standard thickness 3.5 mm. It weighs 3.1kg / m2.
Specify in the configurator.

CONFIGURATION OPTIONS

THICKNESS

3.5mm (+/-0,3mm)

WIDTH

1200 mm (+/-10 mm)

1000 mm (+/-10 mm)

LENGTH

10m (+/-200 mm)

ADDITIONAL INFORMATION

Temperature range -25/+80 °C, short-term +90 °C.

RESISTANCE

Alkaline resistance NO

Acid resistance MEDIUM RESISTANT
Transformer oil resistance HIGHLY RESISTANT
Oil resistance HIGHLY RESISTANT
Gasoline resistance HIGHLY RESISTANT




DATA SHEET
V.2021/133

S6 — NBR72

RUBBER FLOORING WIDE RIBBED OIL-

RESISTANT - S6-NBR72

7672 SWELLING RATES

N

IRM IRM MOGUL TOTAL MOGUL PARAMO MOGUL MOGUL TRAFOOL
901 903 MT7ADS CLASSIC N150 HM 46 HC TRAF 0 US 3000
11l 15W40 SW-40 32/130 CZ-A

] aviishal IR Avol. (%]




DATA SHEET
V.2021/133

S6 — NBR45

RUBBER FLOORING WIDE RIBBED OIL-

RESISTANT - S6-NBR45

INTERIOR es+/-s FM 35 4

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT

Rubber roofing for interior surfaces. Durable and
easy to maintain with easy handling. In a wide ribbed
pattern type S6, oil-resistant in black color. In
standard thickness 3.5 mm. It weighs 4.1 kg / m2.
Specify in the configurator.

CONFIGURATION OPTIONS

THICKNESS

3.5mm (+/-0,3mm)

WIDTH

1200 mm (+/-10 mm)

1000 mm (+/-10 mm)

LENGTH

10m (+/-200 mm)

ADDITIONAL INFORMATION

Temperature range -25/+80 °C, short-term +90 °C.

RESISTANCE

Alkaline resistance NO
Acid resistance NO
Oil resistance HIGHLY RESISTANT
Gasoline resistance MEDIUM RESISTANT




DATA SHEET
V.2021/133

S6 — NBR4s5

RUBBER FLOORING WIDE RIBBED OIL-

RESISTANT - S6-NBR45

7645 SWELLING RATES

_.l

TRAFOOL
US 3000

I &

IRM IRM MOGUL I TOTAL mocuL I paramo | MOGUL [ MoGUL
901 M7ADS [ CLASSIC 06y i TRAFO
903 m1swao | 5w-20 HM 46 32/130 JSa

] aviishal IR Avol. (%]




S6 — EPDM9os6

DATA SHEET
V.2021/133

RUBBER FLOORING WIDE RIBBED — S6-

EPDMO96

.@#
CEN

THICKNESS BASIS WEIGHT

80 +/-5

HARDNESS

EXTERIOR

ENVIRONMENT

»<

LTI

Weather resistance HIGHLY RESISTANT
Ozoneresistance HIGHLY RESISTANT
UV resistance HIGHLY RESISTANT
Alkaline resistance HIGHLY RESISTANT
HIGHLY RESISTANT

Oil resistance NO

RESISTANCE

Acid resistance

Gasoline resistance NO

Rubber roofing for interior and exterior surfaces.
Durable and low maintenance with easy handling. In a
wide ribbed pattern type S6, heat-resistant in black
color. In standard thickness 3.5 mm. It weighs 3 kg /
ma2. Specify in the configurator.

CONFIGURATION OPTIONS

THICKNESS

3.5mm (+/-0,3mm)

WIDTH

1200 mm (+/-10 mm)

1000 mm (+/-10 mm)

LENGTH

10m (+/-200 mm)




DATA SHEET
V.2021/133

3%

S6 — EPDM9gs

GUMOVA DEZENOVA DLAZKOVINA SIROKO
RYHOVANA — Se-EPDM9s5

.@#
[CRVAEY -~ NN -

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT

Rubber roofing for interior and exterior surfaces.
10 e 4 Durable and low maintenance with easy handling. In a

5,7
8,3
4 wide ribbed pattern type S6, heat-resistant in black
’ color. In standard thickness 3.5 mm. It weighs 3 kg /
’ m2. Specify in the configurator.

CONFIGURATION OPTIONS

THICKNESS

3.5mm (+/-0,3mm)

WIDTH

1200 mm (+/-10 mm)

1000 mm (+/-10 mm)

LENGTH

10m (+/-200 mm)

LTI

Weather resistance HIGHLY RESISTANT
Ozoneresistance HIGHLY RESISTANT
UV resistance HIGHLY RESISTANT
Alkaline resistance HIGHLY RESISTANT
Acid resistance HIGHLY RESISTANT

RESISTANCE

Oil resistance NO

Gasoline resistance NO




S6 — EPDM1s

DATA SHEET
V.2021/133

RUBBER FLOORING WIDE RIBBED — S6-

EPDM15

. @#
35 2.9

THICKNESS BASIS WEIGHT

60 +/-5

HARDNESS

EXTERIOR

ENVIRONMENT

»<

LTI

Weather resistance HIGHLY RESISTANT
Ozoneresistance HIGHLY RESISTANT
HIGHLY RESISTANT

RESISTANCE

UV resistance

Alkaline resistance HIGHLY RESISTANT
HIGHLY RESISTANT
MEDIUM RESISTANT

Gasoline resistance NO

Acid resistance

Oil resistance

Rubber roofing for interior and exterior surfaces.
Durable and low maintenance with easy handling. In a
wide ribbed pattern type S6, heat-resistant in black
color. In standard thickness 3.5 mm. It weighs 2.9 kg
/ m2. Specify in the configurator.

CONFIGURATION OPTIONS

THICKNESS

3.5mm (+/-0,3mm)

WIDTH

1200 mm (+/-10 mm)

1000 mm (+/-10 mm)

LENGTH

10m (+/-200 mm)




DATA SHEET
V.2021/133

‘. GunMn FEEEREEE R R R B R R 2 1

S7 — SBR-COLOR

RUBBER FLOORING FINE RIBBED — S7-
SBR-COLOR

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT

1,7 2,2 Rubber roofing for interior surfaces. Durable and low

»—« — maintenance with easy handling. In a finely grooved
design of the S7 type, in the basic design in three
A colors: gray, blue and green. In standard thickness 3
3 mm. It weighs 3.4 kg / m2. Specify in the
1 1,9 configurator.

Y

CONFIGURATION OPTIONS

3mm (+/-0,3mm)

Bottom side - cloth impression

WIDTH
1200 mm (+/-10 mm)
17000 mm (+/-10 mm)
LENGTH

10 m (+/-200 mm)

RESISTANCE

Weather resistance NO
Ozoneresistance NO
UV resistance NO
Alkaline resistance NO
Acid resistance NO
Oil resistance NO

Gasoline resistance NO




DATA SHEET
V.2021/133

S7 —SBR-BLACK

RUBBER FLOORING FINE RIBBED — S7-

SBR-STD

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT
1,7 2,2 Rubber roofing for interior surfaces. Durable and low
»—<« —« maintenance with easy handling. In a fine grooved

design of the S7 type, in the basic design in black

A color. In standard thickness 3 mm. It weighs 3.4 kg /
1,9
Y CONFIGURATION OPTIONS

Bottom side - cloth impression
THICKNESS

3mm (+/- 0,3 mm)

<

WIDTH

1200 mm (+/-10 mm)

1000 mm (+/-10 mm)

LENGTH

10om (+/-200 mm)

RESISTANCE

Weather resistance NO
Ozoneresistance NO
UV resistance NO
Alkaline resistance NO
Acid resistance NO
Oil resistance NO

Gasoline resistance NO




DATA SHEET
V.2021/133

S7 —NBR72

RUBBER FLOORING FINE RIBBED OIL-

RESISTANT - S7-NBR72

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT
1,7 2,2 Rubber roofing for interior surfaces. Durable and
»—<« —« easy to maintain with easy handling. In a fine grooved

design type S7, oil-resistant in black color. In

A standard thickness 3 mm. It weighs 2.7 kg / m2.
1,9
Y CONFIGURATION OPTIONS

Bottom side - cloth impression
THICKNESS

3mm (+/- 0,3 mm)

<

WIDTH

1200 mm (+/-10 mm)

1000 mm (+/-10 mm)

LENGTH

10om (+/-200 mm)

ADDITIONAL INFORMATION

Temperature range -25/+80 °C, short-term +90 °C.

RESISTANCE

Alkaline resistance NO

Acid resistance MEDIUM RESISTANT
Transformer oil resistance HIGHLY RESISTANT
Oil resistance HIGHLY RESISTANT
Gasoline resistance HIGHLY RESISTANT




DATA SHEET
V.2021/133

S7 — NBR72

RUBBER FLOORING FINE RIBBED OIL-

RESISTANT - S7-NBR72

7672 SWELLING RATES

N

IRM IRM MOGUL TOTAL MOGUL PARAMO MOGUL MOGUL TRAFOOL
901 903 MT7ADS CLASSIC N150 HM 46 HC TRAF 0 US 3000
11l 15W40 SW-40 32/130 CZ-A

] aviishal IR Avol. (%]




DATA SHEET
V.2021/133

S7— NBR45

RUBBER FLOORING FINE RIBBED OIL-

RESISTANT - S7-NBR45

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT
1,7 2,2 Rubber roofing for interior surfaces. Durable and
»—<« —« easy to maintain with easy handling. In a fine grooved

design type S7, oil-resistant in black. In standard

A thickness 3 mm. It weighs 3.6 kg / m2. Specify in the
1,9
Y CONFIGURATION OPTIONS

Bottom side - cloth impression
THICKNESS

3mm (+/- 0,3 mm)

<

WIDTH

1200 mm (+/-10 mm)

1000 mm (+/-10 mm)

LENGTH

10om (+/-200 mm)

ADDITIONAL INFORMATION

Temperature range -25/+80 °C, short-term +90 °C.

RESISTANCE

Alkaline resistance NO
Acid resistance NO
Oil resistance HIGHLY RESISTANT
Gasoline resistance MEDIUM RESISTANT




DATA SHEET
V.2021/133

S7— NBR45

RUBBER FLOORING FINE RIBBED OIL-

RESISTANT - S7-NBR45

7645 SWELLING RATES

_.l

TRAFOOL
US 3000

I &

-y R MOGUL TOTAL mocul | paramo 1 MOGUL | MOGUL
901 M7ADS J| CLASSIC NAZ0 HC TRAF 0
903 m1sw40 | 5W-40 HM 46 32/130 CZ-A

] aviishal IR Avol. (%]




S7 — EPDMgs

DATA SHEET
V.2021/133

RUBBER FLOORING FINE RIBBED — S7-

EPDMO6

ENVIRONMENT  HARDNESS THICKNESS  BASIS WEIGHT
1,7 2,2
>« <

N
3
1,9
v

Bottom side - cloth impression

<

RESISTANCE

Weather resistance HIGHLY RESISTANT
Ozoneresistance HIGHLY RESISTANT
UV resistance HIGHLY RESISTANT
Alkaline resistance HIGHLY RESISTANT
Acid resistance HIGHLY RESISTANT
Oil resistance NO

Gasoline resistance NO

Rubber flooring for interior and exterior surfaces.
Durable and easy to maintain with easy handling. In a
finely grooved design type S7, heat-resistant in
black. In standard thickness 3 mm. It weighs 2.7 kg /
ma2. Specify in the configurator.

CONFIGURATION OPTIONS

THICKNESS

3mm (+/- 0,3 mm)

WIDTH

1000 mm (+/-10 mm)

1200 mm (+/-10 mm)

LENGTH

10om (+/-200 mm)




S7 — EPDMos

DATA SHEET
V.2021/133

RUBBER FLOORING FINE RIBBED — S7-

EPDMO95

ENVIRONMENT  HARDNESS THICKNESS  BASIS WEIGHT
1,7 2,2
>« <

N
3
1,9
v

Bottom side - cloth impression

<

RESISTANCE

Weather resistance HIGHLY RESISTANT
Ozoneresistance HIGHLY RESISTANT
UV resistance HIGHLY RESISTANT
Alkaline resistance HIGHLY RESISTANT
Acid resistance HIGHLY RESISTANT
Oil resistance NO

Gasoline resistance NO

Rubber flooring for interior and exterior surfaces.
Durable and easy to maintain with easy handling. In a
finely grooved design type S7, heat-resistant in
black. In standard thickness 3 mm. It weighs 2.7 kg /
ma2. Specify in the configurator.

CONFIGURATION OPTIONS

THICKNESS

3mm (+/- 0,3 mm)

WIDTH

1200 mm (+/-10 mm)

1000 mm (+/-10 mm)

LENGTH

10om (+/-200 mm)




S7— EPDM15

DATA SHEET
V.2021/133

RUBBER FLOORING FINE RIBBED — S7-

EPDM15

H O statetatetet

EXTERIOR

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT
1,7 2,2 Rubber flooring for interior and exterior surfaces.
»—<« —« Durable and easy to maintain with easy handling. In a

N
3
1,9
v

<

Bottom side - cloth impression

RESISTANCE

Weather resistance HIGHLY RESISTANT

Ozone resistance
UV resistance
Alkaline resistance
Acid resistance

Oil resistance

HIGHLY RESISTANT
HIGHLY RESISTANT
HIGHLY RESISTANT
HIGHLY RESISTANT
MEDIUM RESISTANT

Gasoline resistance NO

finely grooved design type S7, heat-resistant in
black. In standard thickness 3 mm. It weighs 2.7 kg /
ma2. Specify in the configurator.

CONFIGURATION OPTIONS

THICKNESS

3mm (+/- 0,3 mm)

WIDTH

1200 mm (+/-10 mm)

1000 mm (+/-10 mm)

LENGTH

10om (+/-200 mm)




DATA SHEET
V.2021/133

S8 — SBR-COLOR

1 -

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT

Rubber roofing for interior surfaces. Durable and low

? 25 9
maintenance with easy handling. With a coin pattern
Sla type S8, in the basic design in five colors: gray, dark
Y 150 gray, blue, green and yellow. In standard thickness 4

. . . mm. It weighs 5.7 kg / m2. Specify in the
Bottom side - cloth impression configurator.

CONFIGURATION OPTIONS

THICKNESS

4 mm (+/-0,3mm)

WIDTH

1230 mm (+/-10 mm)
LENGTH
10m (+/-200 mm)

Abrasion resistance HIGHLY RESISTANT
Weather resistance NO

Ozoneresistance  NO

UV resistance NO
Alkaline resistance NO
Acid resistance NO
Oil resistance NO

Gasoline resistance NO




DATA SHEET
V.2021/133

S8 — SBR-BLACK

RUBBER FLOORING COIN PATTERN — S8 -
SBR-BLK -

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT

Rubber roofing for interior surfaces. Durable and low
maintenance with easy handling. With a coin pattern
type S8, in the basic design in black. In standard
thickness 4 mm. It weighs 5.7 kg / m2. Specify in the
configurator.

N

Bottom side - cloth impression

CONFIGURATION OPTIONS

THICKNESS

4 mm (+/- 0,3 mm)

WIDTH

1230 mm (+/-10 mm)

LENGTH

10m (+/-200 mm)

RESISTANCE

Abrasion resistance HIGHLY RESISTANT
Weather resistance NO

Ozoneresistance  NO

UV resistance NO
Alkaline resistance NO
Acid resistance NO
Oil resistance NO

Gasoline resistance NO




DATA SHEET
V.2021/133

S8 — NBR72

RUBBER FLOORING COIN PATTERN OIL-
RESISTANT - S8-NBR72

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT

Rubber roofing for interior surfaces. Durable and low
maintenance with easy handling. With coin

pattern (round stud) type S8, oil-resistant in black. In
standard thickness 4 mm. It weighs 5.1 kg / m2.
Specify in the configurator.

N

Bottom side - cloth impression

CONFIGURATION OPTIONS

THICKNESS

4 mm (+/- 0,3 mm)

WIDTH

1230 mm (+/-10 mm)

LENGTH

10m (+/-200 mm)

ADDITIONAL INFORMATION

Temperature range -25/+80 °C, short-term +90 °C.

RESISTANCE

Alkaline resistance NO

Acid resistance MEDIUM RESISTANT
Transformer oil resistance HIGHLY RESISTANT
Oil resistance HIGHLY RESISTANT
Gasoline resistance HIGHLY RESISTANT




DATA SHEET
V.2021/133

S8 — NBR72

RUBBER FLOORING COIN PATTERN OIL-

RESISTANT - S8-NBR72

7672 SWELLING RATES

N1

RM RM MOGUL TOTAL mocuL | paramo B MOGUL MOGUL I 1parodL
901 503 M7ADS CLASSIC N150 VoA HC TRAF 0 05 3000
11l 15W40 SW-40 4 32/130 CZ-A

] anishal B Avol. (o]




DATA SHEET
V.2021/133

S8 — NBR45

RUBBER FLOORING COIN PATTERN OIL-
RESISTANT - S8-NBR45

INTERIOR 65+/-5 4-15 6.6

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT

Rubber roofing for interior surfaces. Durable and
easy to maintain with easy handling. With

coin pattern (round stud) type S8, oil-resistant in
black. In standard thickness 4 mm. It weighs 6.6 kg /
ma2. Specify in the configurator.

N

Bottom side - cloth impression

CONFIGURATION OPTIONS

THICKNESS
4 mm (+/- 0,3 mm)
5mm (+/-0,5mm)

o

mm (+/-0,5mm)

©

mm (+/-0,6 mm)

10 mm (+/- 0,6 mm)

12 mm (+/-1,0 mm)

15 mm (+/-1,0mm)

WIDTH

ADDITIONAL INFORMATION 1230 mm (+/-10 mm)

Temperature range -25/+80 °C, short-term +90 °C.

LENGTH
RESISTANCE

10om (+/-200 mm)

Alkaline resistance NO
Acid resistance NO
Oil resistance HIGHLY RESISTANT
Gasoline resistance MEDIUM RESISTANT




DATA SHEET
V.2021/133

S8 — NBR4s5

RUBBER FLOORING COIN PATTERN OIL-

RESISTANT - S8-NBR45

7645 SWELLING RATES

RN TR (N I TRV W R W R
901 903 N150 HM 46 UsS 3000
111 15W40 5W-40 32/130 CZ-A

] anisnal B Avol. (o]

Bal=Fe




DATA SHEET
V.2021/133

S8 — EPDM9os6

RUBBER FLOORING COIN PATTERN — S8-
EPDM96 -

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT

Rubber roofing for interior and exterior surfaces.
Durable and low maintenance with easy handling.
With a coin pattern (round stud) type S8, heat-
resistant in black color. In standard thickness 4 mm.
It weighs 4.9 kg / m2. Specify in the configurator.

N

Bottom side - cloth impression

CONFIGURATION OPTIONS

THICKNESS

4 mm (+/- 0,3 mm)

WIDTH

1230 mm (+/-10 mm)

LENGTH

10m (+/-200 mm)

RESISTANCE

Weather resistance HIGHLY RESISTANT
Ozoneresistance HIGHLY RESISTANT
UV resistance HIGHLY RESISTANT
Alkaline resistance HIGHLY RESISTANT
Acid resistance HIGHLY RESISTANT

Oil resistance NO

Gasoline resistance NO




DATA SHEET
V.2021/133

S8 — EPDM9os

RUBBER FLOORING COIN PATTERN — S8-
EPDM9s -

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT

Rubber roofing for interior and exterior surfaces.
Durable and low maintenance with easy handling.
With a coin pattern (round stud) type S8, heat-
resistant in black color. In standard thickness 4 mm.
It weighs 4.9 kg / m2. Specify in the configurator.

N

Bottom side - cloth impression

CONFIGURATION OPTIONS

THICKNESS

4 mm (+/- 0,3 mm)

WIDTH

1230 mm (+/-10 mm)

LENGTH

10m (+/-200 mm)

RESISTANCE

Weather resistance HIGHLY RESISTANT
Ozoneresistance HIGHLY RESISTANT
UV resistance HIGHLY RESISTANT
Alkaline resistance HIGHLY RESISTANT
Acid resistance HIGHLY RESISTANT

Oil resistance NO

Gasoline resistance NO




DATA SHEET
V.2021/133

S8 — EPDM15

RUBBER FLOORING COIN PATTERN — S8-
EPDM15 -

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT

Rubber roofing for interior and exterior surfaces.
Durable and low maintenance with easy handling.
With a coin pattern (round stud) type S8, heat-
resistant in black color. In standard thickness 4 mm.
It weighs 4.9 kg / m2. Specify in the configurator.

N

Bottom side - cloth impression

CONFIGURATION OPTIONS

THICKNESS

4 mm (+/- 0,3 mm)

WIDTH

1230 mm (+/-10 mm)

LENGTH

10m (+/-200 mm)

RESISTANCE

Weather resistance HIGHLY RESISTANT
Ozoneresistance HIGHLY RESISTANT
UV resistance HIGHLY RESISTANT
Alkaline resistance HIGHLY RESISTANT
Acid resistance HIGHLY RESISTANT
Oil resistance MEDIUM RESISTANT

Gasoline resistance NO




S8 — SBR+ Flame
retardant

DATA SHEET
V.2021/133

RUBBER FLOORING COIN PATTERN — S8-
[\

ENVIRONMENT HARDNESS THICKNESS BASIS WEIGHT

N

Bottom side - cloth impression

RESISTANCE

Flame retardant YES
Abrasion resistance HIGHLY RESISTANT
Weather resistance NO

Ozoneresistance  NO

UV resistance NO
Alkaline resistance NO
Acid resistance NO
Oil resistance NO

Gasoline resistance NO

Rubber roofing for interior surfaces. Durable and low
maintenance with easy handling. With a coin pattern
(round stud) type S8, in black color. This flooring is
flame retardant according to EN 13501 Cy-s1. In
standard thickness 4 mm. It weighs 5.9 kg / m2.
Specify in the configurator.

This classification is valid for the following end use
conditions: - Flooring laid on the any substrates of
reaction to fire class A1, or A2;.

CONFIGURATION OPTIONS

THICKNESS

4 mm (+/-0,3mm)

WIDTH

1230 mm (+/-10 mm)

LENGTH

10m (+/-200 mm)




