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Most providers of industrial chains 

in the Nordic market sees chains 

as a commodity where there is 

more focus on trade than on the 

advice when choosing the correct 

product.

The philosophy behind ScanChain 

is that we believe it is important 

to challenge our customers 

with new solutions in addition 

to the solutions that they are 

accustomed to. In this way, our 

customers always have best 

options to get the right solution for 

each project.

At ScanChain we go 

far for quality. We are 

actually so sure that 

our conveyor chains

are the best that we 

dare explain why.

Not just a single item 

must be present to 

ensure a high and 

uniform quality. 

The people behind the ScanChain 

has solid experience from the 

transmission and bulk industry. 

ScanChain produces a large 

variety of conveyor chain 

products, and with their own 

workshop we can provide a chain 

solution to suit specific customer 

requirements and wishes. 

Combined with contracts with the 

best suppliers in the market, all of 

which use the latest technology in 

manufacturing of chains, we have 

the conditions to live up to this 

philosophy.

Kaare Söderberg

Sales Director, Owner

About ScanChain
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Drop Forged chains

Chain
No.

Pitch
p

[mm]

Inner
width

b1
[mm]

Bush
d

[mm]

Body
thickness

s
[mm]

Link
height

h
[mm]

Link head 
width

b2
[mm]

Breaking
loads

20MnCr5
[kN]

T101 101,6 10 14 6 36 24 110
T101 Heavy 101,6 14 14 *9 36 30 180

T142 142,0 20 25 11 50 42 290
T142 Heavy 142,0 30 25 15 50 62 440

T216** 216,0 28 35 20 72 64 585
T260** 260,0 33 *32 *20 75 70 840

* Measurement deviations can occur.
** Product type not stocked. Delivery time can occur.

b2 b1

s

Ø
d

p

h

Drop Forged chains
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Chains DIN 8165 FV

Metric Conveyor chains | DIN 8165 FV
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Chain 
No.

Pitch 
p

[mm]

Breaking 
load
[kN]

Breaking 
load*
[kN]

Average  
weight
(bush 
type)

[kg/m]

Over-All 
pin 

& cotter
l

[mm]

Over-All 
pin 

& cotter
l2

[mm]

Small 
roller

d4
[mm]

Large 
roller

d5
[mm]

Flange 
roller

d5
[mm]

Flange 
roller

d6
[mm]

Flange 
roller 

thicknes
t

[mm]

Bushings
diameter

d3
[mm]

Between 
sidebars

b1
[mm]

Sideplate
thickness

s
[mm]

Sideplate
height

g
[mm]

Sideplate
height

g1
[mm]

Sideplate
height

g2
[mm]

Pin
d1

[mm]

FV40 50 42 47 2.24 36 21 20 32 40 50 4 15 18 3 25 35 22 10
FV40 63 42 47 2.08 36 21 20 32 40 50 4 15 18 3 25 35 22 10
FV40 80 42 47 1.92 36 21 20 32 40 50 4 15 18 3 25 35 22 10
FV40 100 42 47 1.76 36 21 20 32 40 50 4 15 18 3 25 35 22 10
FV40 125 42 47 1.60 36 21 20 32 40 50 4 15 18 3 25 35 22 10
FV63 63 64 75 3.46 45 26 26 40 50 63 5 18 22 4 30 40 25 12
FV63 80 64 75 3.73 45 26 26 40 50 63 5 18 22 4 30 40 25 12
FV63 100 64 75 2.92 45 26 26 40 50 63 5 18 22 4 30 40 25 12
FV63 125 64 75 2.67 45 26 26 40 50 63 5 18 22 4 30 40 25 12
FV63 260 64 75 2.45 45 26 26 40 50 63 5 18 22 4 30 40 25 12
FV90 63 100 115 5.72 53 30 30 48 63 78 6.5 20 25 5 35 45 27,5 14
FV90 80 100 115 5.20 53 30 30 48 63 78 6.5 20 25 5 35 45 27,5 14
FV90 100 100 115 4.67 53 30 30 48 63 78 6.5 20 25 5 35 45 27,5 14
FV90 125 100 115 4.35 53 30 30 48 63 78 6.5 20 25 5 35 45 27,5 14
FV90 160 100 115 3.87 53 30 30 48 63 78 6.5 20 25 5 35 45 27,5 14
FV90 200 100 115 3.50 53 30 30 48 63 78 6.5 20 25 5 35 45 27,5 14
FV90 250 100 115 3.41 53 30 30 48 63 78 6.5 20 25 5 35 45 27,5 14

FV112 100 120 170 6.11 62 35 32 55 72 90 7.5 22 30 6 40 60 30 16
FV112 125 120 170 5.85 62 35 32 55 72 90 7.5 22 30 6 40 60 30 16
FV112 160 120 170 5.26 62 35 32 55 72 90 7.5 22 30 6 40 60 30 16
FV112 200 120 170 5.00 62 35 32 55 72 90 7.5 22 30 6 40 60 30 16
FV112 250 120 170 4.72 62 35 32 55 72 90 7.5 22 30 6 40 60 30 16
FV140 100 145 180 7.38 67 38 36 60 80 100 9.5 26 35 6 45 60 37,5 18
FV140 125 145 180 6.78 67 38 36 60 80 100 9.5 26 35 6 45 60 37,5 18
FV140 160 145 180 6.56 67 38 36 60 80 100 9.5 26 35 6 45 60 37,5 18
FV140 200 145 180 5.82 67 38 36 60 80 100 9.5 26 35 6 45 60 37,5 18
FV140 250 145 180 5.48 67 38 36 60 80 100 9.5 26 35 6 45 60 37,5 18
FV180 125 190 250 10.70 86 49 42 70 100 125 13 30 45 8 50 70 45 20
FV180 160 190 250 9.72 86 49 42 70 100 125 13 30 45 8 50 70 45 20
FV180 200 190 250 9.12 86 49 42 70 100 125 13 30 45 8 50 70 45 20
FV180 250 190 250 8.51 86 49 42 70 100 125 13 30 45 8 50 70 45 20
FV180 315 190 250 8.20 86 49 42 70 100 125 13 30 45 8 50 70 45 20
FV250 160 275 300 13.00 97 55 50 80 125 155 15 36 55 8 60 80 50 26
FV250 200 275 300 11.80 97 55 50 80 125 155 15 36 55 8 60 80 50 26
FV250 250 275 300 10.80 97 55 50 80 125 155 15 36 55 8 60 80 50 26
FV250 315 275 300 10.00 97 55 50 80 125 155 15 36 55 8 60 80 50 26
FV315 160 370 480 20.04 113 70 60 90 140 175 18 42 65 10 70 90 55 30
FV315 200 370 480 18.24 113 70 60 90 140 175 18 42 65 10 70 90 55 30
FV315 250 370 480 16.79 113 70 60 90 140 175 18 42 65 10 70 90 55 30
FV315 315 370 480 15.53 113 70 60 90 140 175 18 42 65 10 70 90 55 30
FV315 400 370 480 14.56 113 70 60 90 140 175 18 42 65 10 70 90 55 30

* Breaking Load With heat treated Plates.
** Chains are delivered in strands, including 1 connecting link with one sided cotter.

Metric Conveyor chains | DIN 8165 FV
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Chains DIN 8167 M

Metric Conveyor chains | DIN 8167 M
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Metric Conveyor chains | DIN 8167 M

Chain 
No.

Pitch 
p

[mm]

Breaking 
load
[kN]

Breaking 
load*
[kN]

Average  
weight
(bush 
type)

[kg/m]

Over-All 
pin 

& cotter
l

[mm]

Over-All 
pin 

& cotter
l2

[mm]

Small 
roller

d4
[mm]

Large 
roller

d5
[mm]

Flange 
roller

d6
[mm]

Flange 
roller 

thicknes
t

[mm]

Bushings
diameter

d3
[mm]

Between 
sidebars

b1
[mm]

Sideplate
thickness

s
[mm]

Sideplate
height

g
[mm]

Sideplate
height

g1
[mm]

Sideplate
height

g2
[mm]

Pin
d1

[mm]

M20 40 20 32 1.30 33 18 12.5 25 32 3.5 9 16 2.5 18 25 16 6
M20 50 20 32 1.18 33 18 12.5 25 32 3.5 9 16 2.5 18 25 16 6
M20 63 20 32 1.10 33 18 12.5 25 32 3.5 9 16 2.5 18 25 16 6
M20 80 20 32 1.00 33 18 12.5 25 32 3.5 9 16 2.5 18 25 16 6
M28 50 28 42 1.50 36 20 15 30 36 4 10 18 3 20 30 20 7
M28 63 28 42 1.43 36 20 15 30 36 4 10 18 3 20 30 20 7
M28 80 28 42 1.32 36 20 15 30 36 4 10 18 3 20 30 20 7
M28 100 28 42 1.24 36 20 15 30 36 4 10 18 3 20 30 20 7
M40 63 40 60 1.29 40.5 23 18 36 45 4.5 11 20 4 25 35 22.5 8
M40 80 40 60 2.11 40.5 23 18 36 45 4.5 11 20 4 25 35 22.5 8
M40 100 40 60 1.97 40.5 23 18 36 45 4.5 11 20 4 25 35 22.5 8
M40 125 40 60 1.86 40.5 23 18 36 45 4.5 11 20 4 25 35 22.5 8
M56 63 50 85 3.50 45 26 21 42 50 7 15 24 4 30 45 30 10
M56 80 50 85 3.20 45 26 21 42 50 7 15 24 4 30 45 30 10
M56 100 50 85 2.40 45 26 21 42 50 7 15 24 4 30 45 30 10
M56 125 50 85 2.70 45 26 21 42 50 7 15 24 4 30 45 30 10
M56 160 50 85 2.50 45 26 21 42 50 7 15 24 4 30 45 30 10
M80 80 80 125 4.51 54.5 31 25 50 60 7 18 28 5 35 50 32.5 12
M80 100 80 125 4.13 54.5 31 25 50 60 7 18 28 5 35 50 32.5 12
M80 125 80 125 3.83 54.5 31 25 50 60 7 18 28 5 35 50 32.5 12
M80 160 80 125 3.57 54.5 31 25 50 60 7 18 28 5 35 50 32.5 12
M80 200 80 125 3.38 54.5 31 25 50 60 7 18 28 5 35 50 32.5 12

M112 80 112 175 6.30 63 36 30 60 75 7.5 21 32 6 40 60 40 15
M112 100 112 175 5.60 63 36 30 60 75 7.5 21 32 6 40 60 40 15
M112 125 112 175 5.80 63 36 30 60 75 7.5 21 32 6 40 60 40 15
M112 160 112 175 5.37 63 36 30 60 75 7.5 21 32 6 40 60 40 15
M112 200 112 175 4.63 63 36 30 60 75 7.5 21 32 6 40 60 40 15
M160 100 160 260 9.80 72 41 36 70 90 8.5 25 37 7 50 70 45 18
M160 125 160 260 8.50 72 41 36 70 90 8.5 25 37 7 50 70 45 18
M160 160 160 260 7.80 72 41 36 70 90 8.5 25 37 7 50 70 45 18
M160 200 160 260 7.30 72 41 36 70 90 8.5 25 37 7 50 70 45 18
M160 250 160 260 6.90 72 41 36 70 90 8.5 25 37 7 50 70 45 18
M224 125 224 340 12.30 84 47 42 85 105 10 30 43 8 60 90 60 21
M224 160 224 340 11.10 84 47 42 85 105 10 30 43 8 60 90 60 21
M224 200 224 340 10.20 84 47 42 85 105 10 30 43 8 60 90 60 21
M224 250 224 340 6.90 84 47 42 85 105 10 30 43 8 60 90 60 21
M224 315 224 340 8.98 84 47 42 85 105 10 30 43 8 60 90 60 21
M315 160 315 520 19.20 97 57 50 100 124 10.5 36 48 10 70 100 65 25
M315 200 315 520 16.70 97 57 50 100 124 10.5 36 48 10 70 100 65 25
M135 250 315 520 15.60 97 57 50 100 124 10.5 36 48 10 70 100 65 25
M315 315 315 520 14.70 97 57 50 100 124 10.5 36 48 10 70 100 65 25
M315 400 315 520 13.80 97 57 50 100 124 10.5 36 48 10 70 100 65 25
M450 200 450 700 23.90 114 70 60 120 149 11.5 42 56 12 80 120 80 30
M450 250 450 700 22.12 114 70 60 120 149 11.5 42 56 12 80 120 80 30
M450 315 450 700 20.65 114 70 60 120 149 11.5 42 56 12 80 120 80 30
M450 400 450 700 19.45 114 70 60 120 149 11.5 42 56 12 80 120 80 30
M630 250 630 900 35.28 137 75 70 140 170 15 50 67 14 100 140 90 36
M630 315 630 900 32.53 137 75 70 140 170 15 50 67 14 100 140 90 36
M630 400 630 900 30.30 137 75 70 140 170 15 50 67 14 100 140 90 36
M630 500 630 900 28.64 137 75 70 140 170 15 50 67 14 100 140 90 36
M900 250 900 1250 53.20 153 83 85 170 210 17 60 78 16 120 180 120 44
M900 315 900 1250 48.20 153 83 85 170 210 17 60 78 16 120 180 120 44
M900 400 900 1250 44.50 153 83 85 170 210 17 60 78 16 120 180 120 44
M900 500 900 1250 41.60 153 83 85 170 210 17 60 78 16 120 180 120 44
M900 600 900 1250 39.20 153 83 85 170 210 17 60 78 16 120 180 120 44

* Breaking Load With heat treated Plates.
** Chains are delivered in strands, including 1 connecting link with one sided cotter.
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Metric Conveyor chains | DIN 8167 M welded chain

Chains DIN 8167 M
Welded chain

DIN 8167 welded chain A style

DIN 8167 welded chain D style

DIN 8167 welded chain B style

DIN 8167 welded chain E style

DIN 8167 welded chain C style
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Metric Conveyor chains | DIN 8167 M welded chain

Chain
No.

Pitch
p

[mm]

Inner
width

b1
[mm]

Pin
d1

[mm]

Bushings
diameter

d3
[mm]

Small
roller

d4
[mm]

Large
roller

d5
[mm]

Flange
roller

d6
[mm]

Flange
roller

thicknes
t1

[mm]

Over-All
pin

& cotter 
l1 

[mm]

Over-All
pin

& cotter 
l2 

[mm]

Sideplate
thickness

s
[mm]

Sideplate
height

g
[mm]

Sideplate
height

g1
[mm]

Sideplate
height

g2
[mm]

Breaking
load
[kN]

Allowed 
load
[kN]

M 80 80 28 12 18 25 50 60 20 28 32 5 35 50 32,5 80 11,4
M 80 100 28 12 18 25 50 60 20 28 32 5 35 50 32,5 80 11,4
M 80 125 28 12 18 25 50 60 20 28 32 5 35 50 32,5 80 11,4
M 80 160 28 12 18 25 50 60 20 28 32 5 35 50 32,5 80 11,4
M 80 200 28 12 18 25 50 60 20 28 32 5 35 50 32,5 80 11,4

M 112 80 32 15 21 30 60 70 22 33 35 6 40 60 40 112 16
M 112 100 32 15 21 30 60 70 22 33 35 6 40 60 40 112 16
M 112 125 32 15 21 30 60 70 22 33 35 6 40 60 40 112 16
M 112 160 32 15 21 30 60 70 22 33 35 6 40 60 40 112 16
M 112 200 32 15 21 30 60 70 22 33 35 6 40 60 40 112 16
M 160 100 37 18 25 36 70 85 25,5 38 43 7 50 70 45 160 22,8
M 160 125 37 18 25 36 70 85 25,5 38 43 7 50 70 45 160 22,8
M 160 160 37 18 25 36 70 85 25,5 38 43 7 50 70 45 160 22,8
M 160 200 37 18 25 36 70 85 25,5 38 43 7 50 70 45 160 22,8
M 160 250 37 18 25 36 70 85 25,5 38 43 7 50 70 45 160 22,8
M 224 125 43 21 30 42 85 100 30 44 47 8 60 90 60 224 32
M 224 160 43 21 30 42 85 100 30 44 47 8 60 90 60 224 32
M 224 200 43 21 30 42 85 100 30 44 47 8 60 90 60 224 32
M 224 250 43 21 30 42 85 100 30 44 47 8 60 90 60 224 32
M 224 315 43 21 30 42 85 100 30 44 47 8 60 90 60 224 32
M 315 160 48 25 36 50 100 120 33 51 55 10 70 100 65 315 45
M 315 200 48 25 36 50 100 120 33 51 55 10 70 100 65 315 45
M 315 250 48 25 36 50 100 120 33 51 55 10 70 100 65 315 45
M 315 315 48 25 36 50 100 120 33 51 55 10 70 100 65 315 45
M 315 400 48 25 36 50 100 120 33 51 55 10 70 100 65 315 45
M 450 200 56 30 42 60 120 140 37 59 66 12 80 120 80 450 64
M 450 250 56 30 42 60 120 140 37 59 66 12 80 120 80 450 64
M 450 315 56 30 42 60 120 140 37 59 66 12 80 120 80 450 64
M 450 400 56 30 42 60 120 140 37 59 66 12 80 120 80 450 64
M 450 500 56 30 42 60 120 140 37 59 66 12 80 120 80 450 64
M 630 250 66 36 50 70 140 170 45 69 74 14 100 140 90 630 90
M 630 315 66 36 50 70 140 170 45 69 74 14 100 140 90 630 90
M 630 400 66 36 50 70 140 170 45 69 74 14 100 140 90 630 90
M 630 500 66 36 50 70 140 170 45 69 74 14 100 140 90 630 90
M 900 250 78 44 60 85 170 210 52 79 89 16 120 180 120 900 128
M 900 315 78 44 60 85 170 210 52 79 89 16 120 180 120 900 128
M 900 400 78 44 60 85 170 210 52 79 89 16 120 180 120 900 128
M 900 500 78 44 60 85 170 210 52 79 89 16 120 180 120 900 128

* Welded conveyor chains offers higher breaking load compared to DIN Norm. Please contact us for additional info.
** Chains are delivered in strands, including 1 connecting link prepared for welding.
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Chains SMS 1698

SMS 1698 A style SMS 1698 B style SMS 1698 E style

Metric Conveyor chains | SMS 1698
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Metric Conveyor chains | SMS 1698

Chain 
No.

Pitch 
p

[mm]

Between 
sidebars

b1
[mm]

Pin
d1

[mm]

Bushings
diameter

d3
[mm]

Roller
d5

[mm]

Over-All 
pin

l
[mm]

Outer 
sideplate
thickness

s
[mm]

Inner 
sideplate
thickness

s1
[mm]

Sideplate
height

g
[mm]

Sideplate
height

g1
[mm]

Sideplate
height

g2
[mm]

Breaking 
load
[kN]

8,5 63 25 14 20 50 65 5 6 35 50 32,5 85
8,5 80 25 14 20 50 65 5 6 35 50 32,5 85
8,5 100 25 14 20 50 65 5 6 35 50 32,5 85
8,5 150 25 14 20 50 65 5 6 35 50 32,5 85

8,5 heavy 63 25 14 20 50 65 8 6 35 50 32,5 85
8,5 heavy 80 25 14 20 50 65 8 6 35 50 32,5 85
8,5 heavy 100 25 14 20 50 65 8 6 35 50 32,5 85
8,5 heavy 150 25 14 20 50 65 8 6 35 50 32,5 85

12,5 100 35 18 26/25* 60 81 6 8 40 60 40 125
12,5 150 35 18 26/25* 60 81 6 8 40 60 40 125
12,5 200 35 18 26/25* 60 81 6 8 40 60 40 125

12,5 heavy 100 35 18 26/25* 60 81 8 8 40 60 40 125
12,5 heavy 150 35 18 26/25* 60 81 8 8 40 60 40 125
12,5 heavy 200 35 18 26/25* 60 81 8 8 40 60 40 125

18 100 45 20 30 70 96 6 10 50 78 45 180
18 150 45 20 30 70 96 6 10 50 78 45 180
18 200 45 20 30 70 96 6 10 50 78 45 180
18 250 45 20 30 70 96 6 10 50 78 45 180

18 heavy 100 45 20 30 70 96 10 10 50 78 45 180
18 heavy 150 45 20 30 70 96 10 10 50 78 45 180
18 heavy 200 45 20 30 70 96 10 10 50 78 45 180
18 heavy 250 45 20 30 70 96 10 10 50 78 45 180

24 100 55 26 36 80 116 8 12 60 80 50 240
24 150 55 26 36 80 116 8 12 60 80 50 240
24 200 55 26 36 80 116 8 12 60 80 50 240
24 250 55 26 36 80 116 8 12 60 80 50 240

24 heavy 100 55 26 36 80 116 12 12 60 80 50 240
24 heavy 150 55 26 36 80 116 12 12 60 80 50 240
24 heavy 200 55 26 36 80 116 12 12 60 80 50 240
24 heavy 250 55 26 36 80 116 12 12 60 80 50 240

30 150 65 30 42 90 128 8 12 70 90 55 300
30 200 65 30 42 90 128 8 12 70 90 55 300
30 250 65 30 42 90 128 8 12 70 90 55 300

30 heavy 150 65 30 42 90 128 12 12 70 90 55 300
30 heavy 200 65 30 42 90 128 12 12 70 90 55 300
30 heavy 250 65 30 42 90 128 12 12 70 90 55 300

**40 150 80 36 50 110 148 10 12 80 110 70 400
**40 200 80 36 50 110 148 10 12 80 110 70 400
**40 250 80 36 50 110 148 10 12 80 110 70 400
**65 150 80 36 50 110 158 15 90 120 75 650
**65 200 80 36 50 110 158 15 90 120 75 650
**65 250 80 36 50 110 158 15 90 120 75 650

* 26 mm Jf. SMS 1698 / 25 mm Jf. secondary industry std.
** Only available in Heavy execution.

*** Welded conveyor chains offers higher breaking load compared to normal SMS1698 Norm. Please contact us for additional info.
**** Chains are delivered in strands, including 1 connecting link prepared for welding.
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Transmission chains
American Standard Roller Chains

b1
b1

e

d1

d1d1
d2d2

d2

a1

a1

P

g

OFFSET LINK

Transmission chains | American Standard Roller Chains

ScanChain as part of John King 

Group sells and distributes Climax 

transmission chains in British and 

American standard.
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Chain 
No.

Pitch 
P

[mm]

Roller
width

b1
[mm]

Roller
diameter

d1
[mm]

Pin
diameter

d2
[mm]

Side plates
height

g
[mm]

Over-All
pin & cotter

a1
[mm]

Transverse
pitch

e
[mm]

Weight
[Kg/m]

Tensile
strength

[N]

25-1* 0.250 0.125 0.130 0.090 0.236 0.370 – 0.13 3,892
25-2* 0.250 0.125 0.130 0.090 0.236 0.630 0.252 0.24 7,784
35-1* 0.375 0.188 0.200 0.141 0.354 0.560 – 0.31 9,341
35-2* 0.375 0.188 0.200 0.141 0.354 0.960 0.399 0.67 18,683
35-3* 0.375 0.188 0.200 0.141 0.354 1.360 0.399 1.01 28,024
40-1 0.500 0.313 0.312 0.156 0.472 0.720 – 0.61 17,792
40-2 0.500 0.313 0.312 0.156 0.472 1.290 0.566 1.19 35,584
40-3 0.500 0.313 0.312 0.156 0.472 1.850 0.566 1.79 56,376
41-1 0.500 0.250 0.306 0.141 0.390 0.650 – 0.39 10,675
50-1 0.625 0.375 0.400 0.200 0.594 0.890 – 1.01 29,356
50-2 0.625 0.375 0.400 0.200 0.594 1.600 0.713 1.96 58,713
50-3 0.625 0.375 0.400 0.200 0.594 2.310 0.713 2.95 88,070
50-4 0.625 0.375 0.400 0.200 0.594 3.030 0.713 3.93 117,427
60-1 0.750 0.500 0.469 0.234 0.709 1.110 – 1.47 37,808
60-2 0.750 0.500 0.469 0.234 0.709 2.010 0.897 2.9 75,616
60-3 0.750 0.500 0.469 0.234 0.709 2.910 0.897 4.29 113,424
60-4 0.750 0.500 0.469 0.234 0.709 3.810 0.897 5.8 151,232
80-1 1.000 0.625 0.625 0.312 0.945 1.440 – 2.57 64,446
80-2 1.000 0.625 0.625 0.312 0.945 2.590 1.153 5.04 128,992
80-3 1.000 0.625 0.625 0.312 0.945 3.740 1.153 7.47 193,488

100-1 1.250 0.750 0.750 0.375 1.181 1.730 – 3.73 106,752
100-2 1.250 0.750 0.750 0.375 1.181 3.140 1.408 7.31 213,504
100-3 1.250 0.750 0.750 0.375 1.181 4.560 1.408 11.01 320,256
120-1 1.500 1.000 0.875 0.437 1.406 2.140 – 5.49 151,232
120-2 1.500 1.000 0.875 0.437 1.406 3.930 1.789 10.94 302,464
120-3 1.500 1.000 0.875 0.437 1.406 5.720 1.789 16.52 453,696
140-1 1.750 1.000 1.000 0.500 1.663 2.310 – 7.450 172,400
140-2 1.750 1.000 1.000 0.500 1.663 4.240 1.924 14.390 344,800
140-3 1.750 1.000 1.000 0.500 1.663 6.160 1.924 21.320 517,200
160-1 2.000 1.250 1.125 0.562 1.899 2.730 – 9.740 226,800
160-2 2.000 1.250 1.125 0.562 1.899 5.040 2.305 19.120 453,600
160-3 2.000 1.250 1.125 0.562 1.899 7.350 2.305 28.370 680,400
180-1 2.250 1.406 1.406 0.687 2.132 3.150 – 13.510 280,200
180-2 2.250 1.406 1.406 0.687 2.132 5.750 2.592 26.340 560,500
200-1 2.500 1.500 1.562 0.781 2.312 3.440 – 15.880 353,800
200-2 2.500 1.500 1.562 0.781 2.312 6.260 2.817 32.050 707,600

* Bush chain

Transmission chains | American Standard Roller Chains
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Transmission chains
British Standard Roller Chains
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Transmission chains | British Standard Roller Chains

ScanChain as part of John King 

Group sells and distributes Climax 

transmission chains in British and 

American standard.
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Chain 
No.

Pitch 
P

[mm]

Roller
width

b1
[mm]

Roller
diameter

d1
[mm]

Pin
diameter

d2
[mm]

Side plates
height

g
[mm]

Over-All
pin & cotter

a1
[mm]

Transverse
pitch

e
[mm]

Weight
[Kg/m]

Tensile
strength

[N]

04B-1 6.00 2.80 4.00 1.85 5.00 10.30 – 0.12 3,000
05B-1 8.00 3.00 5.00 2.31 7.10 11.70 – 0.10 5,000
06B-1* 9.53 5.72 6.35 3.26 8.26 16.78 – 0.45 8,940
06B-2* 9.53 5.72 6.35 3.26 8.26 27.10 10.24 0.80 16,946
06B-3* 9.53 5.72 6.35 3.26 8.26 37.31 10.24 1.18 24,908
08B-1 12.70 7.75 8.51 4.45 11.80 20.90 – 0.68 17,836
08B-2 12.70 7.75 8.51 4.45 11.80 34.90 13.92 1.31 31,180
08B-3 12.70 7.75 8.51 4.45 11.80 47.80 13.92 1.94 44,524
81-1 12.70 3.30 7.75 3.64 9.91 11.70 – 0.28 8,000
83-1 12.70 4.88 7.75 3.64 9.91 13.10 – 0.38 8,000

10B-1 15.87 9.65 10.20 5.08 14.70 23.70 – 0.95 22,240
10B-2 15.87 9.65 10.20 5.08 14.70 40.30 16.60 1.87 44,524
10B-3 15.87 9.65 10.20 5.08 14.70 56.90 16.60 2.80 66,764
12B-1 19.05 11.68 12.07 5.72 16.10 27.31 – 1.19 28,912
12B-2 19.05 11.68 12.07 5.72 16.10 46.31 19.50 2.34 57,868
12B-3 19.05 11.68 12.07 5.72 16.10 66.29 19.50 3.47 86,780
16B-1 25.40 17.02 15.88 8.28 21.10 41.50 – 2.72 56,889
16B-2 25.40 17.02 15.88 8.28 21.10 73.41 31.88 5.37 113,735
16B-3 25.40 17.02 15.88 8.28 21.10 105.30 31.88 8.02 170,625
20B-1 31.75 19.56 19.05 10.19 26.42 49.30 – 3.88 93,141
20B-2 31.75 19.56 19.05 10.19 26.42 85.80 36.45 7.66 176,496
20B-3 31.75 19.56 19.05 10.19 26.42 122.20 36.45 11.44 264,744
24B-1 38.10 25.40 25.40 14.60 33.40 59.99 – 6.85 166,711
24B-2 38.10 25.40 25.40 14.60 33.40 108.40 48.36 13.87 317,721
24B-3 38.10 25.40 25.40 14.60 33.40 156.80 48.36 20.89 475,580
28B-1 44.45 30.99 27.94 15.90 37.00 65.10 – 8.56 200,000
28B-2 44.45 30.99 27.94 15.90 37.00 124.70 59.56 16.96 360,000
28B-3 44.45 30.99 27.94 15.90 37.00 184.30 59.56 25.38 536,000
32B-1 50.80 30.99 29.21 17.80 42.20 67.40 – 9.49 250,000
32B-2 50.80 30.99 29.21 17.80 42.20 126.00 58.55 18.74 443,896
32B-3 50.80 30.99 29.21 17.80 42.20 184.50 58.55 28.04 670,000
40B-1 63.50 38.10 39.37 22.89 52.90 92.50 – 15.53 352,299
40B-2 63.50 38.10 39.37 22.89 52.90 151.21 72.29 30.72 630,000
40B-3 63.50 38.10 39.37 22.89 52.90 223.80 72.29 45.97 950,000
48B-1 76.20 45.72 48.26 29.24 64.00 98.88 – 24.45 560,000
48B-2 76.20 45.72 48.26 29.24 64.00 200.00 91.21 48.54 1,096,041
48B-3 76.20 45.72 48.26 29.24 64.00 291.00 91.21 72.67 1,500,000

Transmission chains | British Standard Roller Chains

* Bush chain
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Sprockets
for metric conveyor chains DIN 8165 FV

Sprockets | Metric Conveyor chains DIN 8165 FV

ISO
Nr

P 
Chain 
Pitch
[mm]

z
No. of 
teeths

[pieces]
Dd

[mm]

Da1
Outside 

[mm]

Da2
Tooth

bottom dia
[mm]

Bush dia
[mm]

Dn
Hub dia

[mm]

Ln1
Total width

[mm]

Ln2
Hub width

[mm]

Z1
Plate

thickness
[mm]

Z2
Tooth
peak
width
[mm]

Pb 
Pre
bore
[mm]

FV63 63 10 203,87 221,87 185,87 18 “ 110 90 20 14 30
FV63 100 8 261,31 279,31 243,31 18 190 120 100 20 14 30
FV63 100 10 323,61 341,61 305,61 18 255 125 105 20 14 30
FV63 125 8 326,64 344,64 308,64 18 255 125 105 20 14 40
FV63 125 10 404,51 422,51 386,51 18 335 135 115 20 14 40
FV63 125 12 482,96 500,96 464,96 18 410 135 115 20 14 40
FV63 160 8 418,1 436,1 400,1 18 350 135 115 20 14 40
FV63 160 10 517,78 535,78 499,78 18 448 145 125 20 14 40
FV63 160 12 618,19 636,19 600,19 18 550 155 135 20 14 40
FV90 63 10 203,87 223,87 183,87 20 “ 120 99 21 14 30
FV90 100 7 230,48 250,48 210,48 20 140 125 104 21 17 30
FV90 100 8 261,31 281,31 241,31 20 175 125 104 21 17 30
FV90 100 10 323,61 343,61 303,61 20 240 135 114 21 17 30

Da1

Ln1

Ln2

Z2

Z1

BUSH DIA

A

Da2

Dn

Pb

P

Dd

A

A-A

* Sprockets are configured as mono type. Split version only by request.
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Sprockets | Metric Conveyor chains DIN 8165 FV

ISO
Nr

P 
Chain 
Pitch
[mm]

z
No. of 
teeths

[pieces]
Dd

[mm]

Da1
Outside 

[mm]

Da2
Tooth

bottom dia
[mm]

Bush dia
[mm]

Dn
Hub dia

[mm]

Ln1
Total width

[mm]

Ln2
Hub width

[mm]

Z1
Plate

thickness
[mm]

Z2
Tooth
peak
width
[mm]

Pb 
Pre
bore
[mm]

FV90 125 8 326,64 346,64 306,64 20 240 135 114 21 17 30
FV90 125 10 404,51 424,51 384,51 20 320 145 124 21 17 30
FV90 125 12 482,96 502,96 462,96 20 400 145 124 21 17 40
FV90 160 8 418,1 438,1 398,1 20 330 145 124 21 17 40
FV90 160 10 517,78 537,78 497,78 20 430 155 134 21 17 40
FV90 160 12 618,19 638,19 598,19 20 530 165 144 21 17 50
FV90 200 8 522,62 542,62 502,62 20 438 155 134 21 17 40
FV90 200 10 647,22 667,22 627,22 20 560 160 139 21 17 40
FV90 200 12 772,74 792,74 752,74 20 685 170 149 21 17 50
FV90 250 8 653,28 673,28 633,28 20 570 165 144 21 17 40
FV90 250 10 809,03 829,03 789,03 20 725 170 149 21 17 50
FV90 250 12 965,93 985,93 945,93 20 880 170 149 21 17 50

FV112 100 8 261,31 283,31 239,31 22 165 125 98 27 21 30
FV112 100 10 323,61 345,61 301,61 22 225 145 118 27 21 30
FV112 125 8 326,64 348,64 304,64 22 230 145 118 27 21 30
FV112 125 10 404,51 426,51 382,51 22 310 155 128 27 21 30
FV112 125 12 482,96 504,96 460,96 22 385 155 128 27 21 40
FV112 160 8 418,1 440,1 396,1 22 320 155 128 27 21 40
FV112 160 10 517,78 539,78 495,78 22 420 165 138 27 21 40
FV112 160 12 618,19 640,19 596,19 22 520 170 143 27 21 40
FV112 200 8 522,62 544,62 500,62 22 425 165 138 27 21 40
FV112 200 10 647,22 669,22 625,22 22 550 170 143 27 21 40
FV112 200 12 772,74 794,74 750,74 22 675 170 143 27 21 50
FV140 100 8 261,31 287,31 235,31 26 “ 125 93 32 21 30
FV140 100 10 323,61 349,61 297,61 26 “ 155 123 32 21 30
FV140 125 8 326,64 352,64 300,64 26 220 155 123 32 24 30
FV140 125 10 404,51 430,51 378,51 26 295 165 133 32 24 30
FV140 125 12 482,96 508,96 456,96 26 375 165 133 32 24 40
FV140 160 8 41,1 67,1 15,1 26 310 165 133 32 24 40
FV140 160 10 517,78 543,78 491,78 26 410 170 138 32 24 40
FV140 160 12 618,19 644,19 592,19 26 510 180 148 32 24 40
FV140 200 8 522,62 548,62 496,62 26 410 170 138 32 24 40
FV140 200 10 647,22 673,22 621,22 26 540 180 148 32 24 50
FV140 200 12 772,74 798,74 746,74 26 660 180 148 32 24 50
FV140 250 8 653,28 679,28 627,28 26 540 180 148 32 24 50
FV140 250 10 809,03 835,03 783,03 26 700 190 158 32 24 50
FV140 250 12 965,93 991,93 939,93 26 860 200 168 32 24 50
FV180 125 8 326,64 356,64 296,64 30 “ 165 124 41 24 30
FV180 125 10 404,51 434,51 374,51 30 “ 170 129 41 24 30
FV180 125 12 482,96 512,96 452,96 30 “ 170 129 41 24 40
FV180 160 8 418,1 448,1 388,1 30 285 165 124 41 33 40
FV180 160 10 517,78 547,78 487,78 30 385 170 129 41 33 40
FV180 160 12 618,19 648,19 588,19 30 485 180 139 41 33 40
FV180 200 8 522,62 552,62 492,62 30 390 180 139 41 33 40
FV180 200 10 647,22 677,22 617,22 30 515 190 149 41 33 40
FV180 200 12 772,74 802,74 742,74 30 640 190 149 41 33 50
FV180 250 8 653,28 683,28 623,28 30 520 190 149 41 33 60
FV180 250 10 809,03 839,03 779,03 30 675 200 159 41 33 60
FV180 250 12 965,93 995,93 935,93 30 835 210 169 41 33 60
FV250 125 8 326,64 362,64 290,64 36 “ 120 70 50 33 30
FV250 125 10 404,51 440,51 368,51 36 “ 190 140 50 33 30
FV250 125 12 482,96 518,96 446,96 36 “ 200 150 50 33 40
FV250 160 8 418,1 454,1 382,1 36 245 190 140 50 39 40
FV250 160 10 517,78 553,78 481,78 36 355 200 150 50 39 40
FV250 160 12 618,19 654,19 582,19 36 455 210 160 50 39 40
FV250 200 8 522,62 558,62 486,62 36 360 200 150 50 39 60
FV250 200 10 647,22 683,22 611,22 36 485 210 160 50 39 60
FV250 200 12 772,74 808,74 736,74 36 610 210 160 50 39 60
FV250 250 8 653,28 689,28 617,28 36 490 210 160 50 39 60
FV250 250 10 809,03 845,03 773,03 36 645 215 165 50 39 60
FV250 250 12 865,93 901,93 829,93 36 800 225 175 50 39 60
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Sprockets
for metric conveyor chains DIN 8167 M

ISO
Nr

P
Chain 
Pitch
[mm]

z
No. of 
teeths

[pieces]
Dd

[mm]

Da1
Outside 

[mm]

Da2
Tooth

bottom dia
[mm]

Bush dia
[mm]

Dn
Hub dia

[mm]

Ln1
Total width

[mm]

Ln2
Hub width

[mm]

Z1
Plate

thickness
[mm]

Z2
Tooth
peak
width
[mm]

Pb
Pre
bore
[mm]

M40 100 8 261,31 273,81 248,81 12,5 110 60 42 18 12 30
M40 100 10 323,61 336,11 311,11 12,5 125 65 47 18 12 40
M40 100 12 386,37 398,87 373,87 12,5 125 70 52 18 12 40
M40 125 8 326,63 339,13 314,13 12,5 125 65 47 18 12 40
M40 125 10 404,51 417,01 392,01 12,5 145 75 57 18 12 40
M40 125 12 482,96 495,46 470,46 12,5 145 75 57 18 12 40
M40 160 8 418,09 430,59 405,59 12,5 145 75 57 18 12 40
M40 160 12 618,19 630,69 605,69 12,5 165 85 67 18 12 40
M56 63 10 203,87 218,87 188,87 15 90 50 28 22 16 30
M56 80 8 209,05 224,05 194,05 15 90 50 28 22 16 30
M56 80 10 258,89 273,89 243,89 15 110 60 38 22 16 30
M56 100 8 261,31 276,31 246,31 15 100 60 38 22 16 30
M56 100 10 323,61 338,61 308,61 15 125 65 43 22 16 40
M56 100 12 386,37 401,37 371,37 15 135 70 48 22 16 40
M56 125 8 326,63 341,63 311,63 15 125 65 43 22 16 40
M56 125 10 404,51 419,51 389,51 15 145 80 58 22 16 40
M56 125 12 482,96 497,96 467,96 15 145 75 53 22 16 40
M56 160 8 418,09 433,09 403,09 15 145 80 58 22 16 40
M56 160 10 517,77 532,77 502,77 15 155 85 63 22 16 40
M56 160 12 618,19 633,19 603,19 15 165 90 68 22 16 40
M80 80 8 209,05 227,05 191,05 18 90 50 25 25 18 30
M80 80 10 258,89 276,89 240,89 18 110 60 35 25 18 30
M80 100 8 261,31 279,31 243,31 18 110 60 35 25 18 30

Sprockets | Metric Conveyor chains DIN 8167 M

Da1

Ln1

Ln2

Z2

Z1

BUSH DIA

A

Da2

Dn

Pb
P

Dd

A

A-A

* Sprockets are configured as m
ono type. Split version only by request.
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ISO
Nr

P
Chain 
Pitch
[mm]

z
No. of 
teeths

[pieces]
Dd

[mm]

Da1
Outside 

[mm]

Da2
Tooth

bottom dia
[mm]

Bush dia
[mm]

Dn
Hub dia

[mm]

Ln1
Total width

[mm]

Ln2
Hub width

[mm]

Z1
Plate

thickness
[mm]

Z2
Tooth
peak
width
[mm]

Pb
Pre
bore
[mm]

M80 100 10 323,61 341,61 305,61 18 125 65 40 25 18 40
M80 100 12 386,37 404,37 368,37 18 135 70 45 25 18 40
M80 125 8 326,63 344,63 308,63 18 125 65 40 25 18 40
M80 125 10 404,51 422,51 386,51 18 145 80 55 25 18 40
M80 125 12 482,96 500,96 464,96 18 145 75 50 25 18 40
M80 160 8 418,09 436,09 400,09 18 145 80 55 25 18 40
M80 160 10 517,77 535,77 499,77 18 155 85 60 25 18 40
M80 160 12 618,19 636,19 600,19 18 165 90 65 25 18 40
M80 200 8 522,62 540,62 504,62 18 155 85 60 25 18 40
M80 200 10 647,22 665,22 629,22 18 165 90 65 25 18 40
M80 200 12 772,74 790,74 754,74 18 180 100 75 25 18 50

M112 80 8 209,05 230,05 188,05 21 90 50 21 29 21 30
M112 80 10 258,59 279,59 237,59 21 110 60 31 29 21 30
M112 100 8 261,31 282,31 240,31 21 110 60 31 29 21 40
M112 100 10 323,61 344,61 302,61 21 125 70 41 29 21 40
M112 100 12 386,37 407,37 365,37 21 135 75 46 29 21 40
M112 125 8 326,63 347,63 305,63 21 125 70 41 29 21 40
M112 125 10 404,51 425,51 383,51 21 140 75 46 29 21 40
M112 125 12 482,96 503,96 461,96 21 140 80 51 29 21 40
M112 160 8 418,09 439,09 397,09 21 145 75 46 29 21 40
M112 160 10 517,77 538,77 496,77 21 155 80 51 29 21 40
M112 160 12 618,19 639,19 597,19 21 165 85 56 29 21 40
M112 200 8 522,62 543,62 501,62 21 155 80 51 29 21 40
M112 200 10 647,22 668,22 626,22 21 165 85 56 29 21 40
M112 200 12 772,74 793,74 751,74 21 180 95 66 29 21 50
M160 100 8 261,31 286,31 236,31 25 110 60 26 34 24 40
M160 100 10 326,61 351,61 301,61 25 120 65 31 34 24 40
M160 100 12 386,37 411,37 361,37 25 130 70 36 34 24 40
M160 125 8 326,63 351,63 301,63 25 120 65 31 34 24 40
M160 125 10 404,51 429,51 379,51 25 130 70 36 34 24 40
M160 125 12 482,96 507,96 457,96 25 140 80 46 34 24 40
M160 160 8 418,09 443,09 393,09 25 145 80 46 34 24 40
M160 160 10 517,77 542,77 492,77 25 155 85 51 34 24 40
M160 160 12 618,19 643,19 593,19 25 165 90 56 34 24 40
M160 200 8 522,62 547,62 497,62 25 155 85 51 34 24 40
M160 200 10 647,22 672,22 622,22 25 165 90 56 34 24 40
M160 200 12 772,74 797,74 747,74 25 180 100 66 34 24 50
M160 250 8 653,27 678,27 628,27 25 165 90 56 34 24 40
M160 250 10 809,02 834,02 784,02 25 190 105 71 34 24 50
M160 250 12 965,92 990,92 940,92 25 215 120 86 34 24 50
M224 125 8 326,63 356,63 296,63 30 120 65 26 39 28 40
M224 125 10 404,51 434,51 374,51 30 130 70 31 39 28 40
M224 125 12 482,96 512,96 452,96 30 140 80 41 39 28 40
M224 160 8 418,09 448,09 388,09 30 145 80 41 39 28 40
M224 160 10 517,77 547,77 487,77 30 155 85 46 39 28 40
M224 160 12 618,19 648,19 588,19 30 165 90 51 39 28 40
M224 200 8 522,62 552,62 492,62 30 155 85 46 39 28 40
M224 200 10 647,22 677,22 617,22 30 165 90 51 39 28 40
M224 200 12 772,74 802,74 742,74 30 180 100 61 39 28 50
M224 250 8 653,27 683,27 623,27 30 165 90 51 39 28 40
M224 250 10 809,02 839,02 779,02 30 190 105 66 39 28 50
M224 250 12 965,92 995,92 935,92 30 215 120 81 39 28 50
M315 160 8 418,09 454,09 382,09 36 200 115 71 44 31 50
M315 160 10 517,77 553,77 481,77 36 200 115 71 44 31 60
M315 160 12 618,19 654,19 582,19 36 210 115 71 44 31 60
M315 200 8 522,62 558,62 486,62 36 200 115 71 44 31 50
M315 200 10 647,22 683,22 611,22 36 200 115 71 44 31 60
M315 200 12 772,74 808,74 736,74 36 210 115 71 44 31 60
M315 250 8 653,27 689,27 617,27 36 210 115 71 44 31 60
M315 250 10 809,02 845,02 773,02 36 210 115 71 44 31 60
M315 250 12 965,92 1001,92 929,92 36 225 125 81 44 31 60

Sprockets | Metric Conveyor chains DIN 8167 M
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Special and Engineered chains 
Cast Link chains

Special and Engineered chains | Cast Link chains

ScanChain produces cast link chains in high grade Manganese steel.

Cast link chains comes in many shapes and types. 

Please do not hesitate to call us if you have request for

Cast link chain or questions to our products.

Cast link drag chain 300 mm
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Special and Engineered chains | Cast Link chains

Cast link drag chain 800 mm

Cast link drag chain 250 mm Cast link drag chain 400 mm

Cast link drag chain 600 mm

Dust drag chain125 mm Dust drag chain 300 mm
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Special and Engineered chains

Special and Engineered chains

Special chain – pitch 6”

P125 chain P250 chain
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Special and Engineered chains

Hollow pin chain

Detachable chain Drop forged chain for feed and washing tables
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Get in touch.
Company address:

ScanChain

Industrivej 21, DK-4000 Roskilde

Denmark

Telephone +45 78 77 95 96

Mail: info@scanchain.dk

Delivery address:

ScanChain Poland

ul. Puchacza 5, 89-100 Nakło nad Notecią

Poland

Telephone +48 795 133 131

Mail: info@scanchain.dk

Rev.01.2018

Official distributor


